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I. Installation Description and Equipment Listing

INSTALLATION DESCRIPTION
Aquila operates an electric power and steam generation installation located in St. Joseph. This installation

consists of six boilers, one gas turbine stack and waste heat boiler, and two jet engines (combustion turbines).

The company’s principal products are electric power and steam generation.

Reported Air Pollutant Emissions, tons per year
Year Particulate Sulfur Nitrogen Volatile Carbon Lead Hazardous
Matter Oxides Oxides Organic Monoxide (Pb) Air
< Ten Microns (S0Oy) (NOy) Compounds (CO) Pollutants
(PM-10) (VOO) (HAPs)

2004 | 354 2987.2 3262.4 26.9 148.1 0 27.3
2003 | 34.5 3190.5 3429.9 26 154.7 0 25
2002 | 34.4 3562.9 4164.8 26 160.9 0 25
2001 | 34.5 2897.9 4033.1 24.4 154.2 0 24.0
2000 | 39.1 2425.6 3651.6 22.6 128.5 0 15.4

EMISSION UNITS WITH LIMITATIONS
The following list provides a description of the equipment at this installation which emits air pollutants and
which is identified as having unit-specific emission limitations.

Emission Unit #

Description of Emission Unit

EU-0010
EU-0020
EU-0030
EU-0040
EU-0050
EU-0060
EU-0070
EU-0080
EU-0090
EU-0260A
EU-0260B
EU-0270A
EU-0270B

Boiler #1.

Boiler #2.

Boiler #3.

Boiler #4.

Boiler #5, ESP.

Boiler #6, ESP.

Gas Turbine #5 (Combustion Turbine #5).
No. 6 Jet Engine (Combustion Turbine #6).
No. 7 Jet Engine (Combustion Turbine #7).

Mechanical discharge exhauster located on top of the Fly Ash Silo.
Mechanical discharge exhauster located on top of the Fly Ash Silo.

Bin Vent Filter located on top of the Fly Ash Silo.
Bin Vent Filter located on top of the Fly Ash Silo.

EMISSION UNITS WITHOUT LIMITATIONS

The following list provides a description of the equipment which does not have unit specific limitations at the
time of permit issuance.

Description of Emission Source

EU-0100
EU-0110
EU-0120

Unpaved Road.
Rotary Car Coal Unloading.
Coal Transfer Belts.
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EU-0130 Coal Storage.

EU-0140 Fly Ash Temporary Storage.

EU-0150 Fly Ash Transfer Tank.

EU-0160 #1 Oil Tank (Number 2 Oil).

EU-0170 #3 Oil Tank (Number 2 Oil).

EU-0180 #2 Oil Tank (Number 2 Oil).

EU-0190 Waste Oil Tank.

EU-0200 Diesel Blend Tank.

EU-0210 #4 Oil Tank (Number 2 Oil).

EU-0230 Fugitive Solvent Usage.

EU-0240 Crusher Building (Transferring, Dropping and Coal Crushing).
EU-0250 Truck Dump Area./Reclaim.

EU-0280A Fly Ash Truck Unloading.

EU-0280B Fly Ash Truck Unloading.

EU-0290 Conveyor belts 6 and 7.

EU-0300 Conveyor belt 8.

EU-0310 Conveyor belts 1 and 2.

EU-0320 Emergency Coal Stockout Pile.

EU-0330 Conveyor belt 4.

EU-0340 Lime additive area for plant water treatment.
EU-0350 #5 Oil Tank (Number 2 Oil).

Description of Emission Sources
TA-01 Cooling towers 1,2, and 3.

DOCUMENTS INCORPORATED BY REFERENCE
These documents have been incorporated by reference into this permit.

1) May 25, 2001 Consent Decree between St. Joseph Light & Power Company and the Missouri Department
of Natural Resources, Case No. 01CV74164, Div#]l.

2) Phase II Acid Rain permits for Boiler 6, project #£X0210004020

3) Construction Permit #0389-003

4) Construction Permit #0689-002

5) Construction Permit #0190-009

6) Construction Permit #0196-011

7) Construction Permit #062006-001
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II. Plant Wide Emission Limitations

The installation shall comply with each of the following emission limitations. Consult the appropriate sections
in the Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the
applicable requirements. All citations, unless otherwise noted, are to the regulations in effect as of the date that
this permit is issued.

There are no plant wide emission limitations for this installation.
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III. Emission Unit Specific Emission Limitations

The installation shall comply with each of the following emission limitations. Consult the appropriate sections
in the Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the
applicable requirements. All citations, unless otherwise noted, are to the regulations in effect as of the date that
this permit is issued.

EU0010 — Boiler 1

Emission . 2004 EIQ
Unit Description Manufacturer/Model # Reference #

Boiler #1 & #1 Stack, Maximum Design Rate
EU0010 192 MMBTU/Hr, Primary Fuel — Natural Gas,
Secondary Fuel — No. 2 Fuel Oil

Date of Manufacture —

1961 EPO1 (2004)

/\
PERMIT CONDITION EU0010-001/

10 CSR 10-2.040 Maximum Allowable Emissions of Particulate Matter from Fuel Burning Equipment Msed\fo Indire

Emission Limitation:
The permittee shall not emit particulate matter in excess of 0.15 pounds per milljon

Operational Limitation/Equipment Specifications:
This emission unit shall be limited to burning natural gas, No. 2 fue

Monitoring/Recordkeeping:

1. The permittee shall maintain on the premises of the dllatio lations demonstrating compliance with this rule.

2. The calculation shall be made available immediatgly fot inspe to the Department of Natural Resources’
personnel upon request.

Reporting:
The permittee shall report any deviatiofs/exd of this permit condition using the semi-annual monitoring report

PERMIT CONDITION EU0010-002

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement

Emission Limitation:

1. The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 0.0524 pounds of sulfur dioxide per million BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

2. No person shall cause or permit the emission of sulfur compounds from any source which causes or
contributes to concentrations exceeding those specified in 10 CSR 10-6.010 Ambient Air Quality Standards.

| Pollutant | Concentration by Volume | Remarks |
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0.03 parts per million (ppm)
(80 micrograms per cubic meter | Annual arithmetic mean

(ug/m’))

24-hour average not to be

0.14 ppm (365 pg/m?) exceeded more than once per
year

3-hour average not to be

0.5 ppm (1300 p g/m3) exceeded more than once per
year

La-hour average not to be
exceeded over 2 times per year
La-hour average not to be

0.03 ppm (42 pg/m’) exceeded over 2 times in any 5
consecutive days A

24-hour average noytQq be
10 n g/m3 exceeded Zﬁ an g@ce in any
Sulfuric Acid 90 consegutifadays
(H,SOy) 1-hour axerage to

30 pg/m3 exceeded morq than oncgin any
2 consequfive days

Sulfur Dioxide
(SO,)

0.05 ppm (70 pg/m’)

Hydrogen
Sulfide (H2S)

Operational Limitation/Equipment Specifications:

1. The emission unit shall be limited to fuel oil witk
(Consent Agreement).

2. The emission unit shall be limited

3. Propane may be burned for ligh

Monitoring/Recordkeeping:

1. The permittee shall maintain an acguratesecord of the fuel type used verifying a sulfur content less than
0.05% by weight (Consent Agreemgptf. Fuel purchase receipts, analyzed samples or certifications that
verity the fuel type and sulfur content will be acceptable. If this cannot be accomplished then compliance to
the emission limitations shall be determined by source testing and shall be accomplished as specified in 10
CSR 10-6.030(6) for sulfur dioxide emissions and 10 CSR 10-6.040 for measuring ambient sulfur
compound concentrations. Other methods approved by the staff director in advance may be used.

2. These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.

3. All records shall be maintained for five years.

Reporting:

1. The following fuel certification deliverables are to be submitted to the MDNR Air Pollution Control
Program, Enforcement Section on a quarterly basis no later than 30 days after the end of the previous
quarter:

a) Submittal of a supplier Certificate for Fuel Oil Sulfur Content (see Appendix 1). The certificate is
completed by the fuel supplier and certifies the fuel is compliant, (Consent Agreement)
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b) Submittal of a Certificate of Fuel Sulfur Content (see Appendix 1). This certifies that only compliant
fuel was charged to boilers 1 through 4 and combustion turbines 5 through 7 and shall be completed by
SJLP (Consent Agreement).
2. The permittee shall report any deviations/exceedances of this permit condition using the semi-annual
monitoring report and annual compliance certification to the Air Pollution Control Program Enforcement
Section, P.O. Box 176, Jefferson City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

PERMIT CONDITION EU0010-003

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants

Emission Limitation:

1. No owner or other person shall cause or permit emissions to be discharged into the atmosphere from any
new source any visible emissions with an opacity greater than 20%.

2. Exception: A person may discharge into the atmosphere from any source of emissions for a period(s)
aggregating not more than six (6) minutes in any 60 minutes air contamigayts, with an opacity up to 60%.

Monitoring:

1. The permittee shall conduct opacity readings on this emission unit usingghe ptogedures contained in

visible emissions perceived or believed to exceg
would then conduct a Method 9 observation.

a) Weekly observations shall be

b) Observations must be made‘pnce\every two (2) weeks for a period of eight weeks. If a violation is
noted, monitoring reverts to weekly/ Shguld no violation of this regulation be observed during this
period then-

c) Observations must be made onde p€r month. If a violation is noted, monitoring reverts to weekly.

3. If the source reverts to weekly moniforing at any time, monitoring frequency will progress in an identical
manner from the initial monitoring frequency.

Recordkeeping:

1. The permittee shall maintain records of all observation results (see Attachment B1 or B2), noting:

a) Whether any air emissions (except for water vapor) were visible from the emission units,

b) All emission units from which visible emissions occurred, and

¢) Whether the visible emissions were normal for the process.

The permittee shall maintain records of any equipment malfunctions. (see Attachment B3)

3. The permittee shall maintain records of any Method 9 test performed in accordance with this permit
condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

N
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5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.
6. All records shall be maintained for five years.

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,
Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

2. Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitoring report and annual compliance
certification, as required by Section IV of this permit.

EU0020 - Boiler 2

Emission . 2004 EIQ
Unit Description Manufacturer/Model # Reference #

Boiler #2 & #2 Stack, Maximum Design Rate
192 MMBTU/Hr, Electric Generation > 100
EU0020 Million BTU/Hr Except Tangential ate n111 CHre = | gppa (2004)
Primary Fuel — Natural Gas,

Secondary Fuel — No. 2 Fuel Oil

PERMIT CONDITIOWOZ 001’

\

10 CSR 10-2.040 Maximum Allowable Emissions of Particulate Matter from Fuet}B i ment sed for Indirect Heating

Emission Limitation:
The permittee shall not emit particulate mg#er in exceks of .15 s per million BTU of heat input.

Operational Limitation/Equipment Specificati
This emission unit shall be limited to burning natpral gasMNo. 2 fuel oil, and propane.

Monitoring/Recordkeeping:

1. The permittee shall maintain on the pkemis

2. The calculation shall be made availablg j
personnel upon request.

of the installation calculations demonstrating compliance with this rule.
mediately for inspection to the Department of Natural Resources’

Reporting:

The permittee shall report any deviations/exceedances of this permit condition using the semi-annual monitoring report
and annual compliance certification to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson
City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

PERMIT CONDITION EU0020-002

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement

Emission Limitation:
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1.

The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 0.0524 pounds of sulfur dioxide per million BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

No person shall cause or permit the emission of sulfur compounds from any source which causes or
contributes to concentrations exceeding those specified in 10 CSR 10-6.010 Ambient Air Quality Standards.

Pollutant Concentration by Volume Remarks
0.03 parts per million (ppm)
(80 micrograms per cubic meter | Annual arithmetic mean
(ng/m’))

24-hour average not to be
0.14 ppm (365 n g/m3) exceeded more than once per
year

3-hour average nof to be

0.5 ppm (1300 p g/m3) exceeded more thia ce per

year P
5o
0.05 ppm (70 pg/m®) Lr-hour X(er not t(\l;:\

exceeded over es pex, year
Va-hour gvera
e

0.03 ppm (42 pg/m’) exc ver X ti
nsecutjve\day

24M6ur a\erag€ not to be
10 u g/m3 cﬁed re than once in any
Sulfuric Acid 0 utive days
h

(H,SOy4) Waverage not to be
30 ug/m’ exceeded more than once in any
&\ 2 consecutive days

Sulfur Dioxide
(SO,)

Hydrogen
Sulfide (H»S)

Operational Limitation/Equipment\SpMz ons:

»

. The emission unit shall be limited o fuelOil with a sulfur content of no more than 0.05% sulfur by weight.

(Consent Agreement).
The emission unit shall be limited to natural gas, No. 2 fuel oil and Propane (Consent Agreement).

Propane may be burned for light off and flame stabilization during periods of natural gas curtailment and for
testing of the propane combustion system (Consent Agreement).

Monitoring/Recordkeeping:

1.

2.

3.

The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight (Consent Agreement). Fuel purchase receipts, analyzed samples or certifications that
verity the fuel type and sulfur content will be acceptable. If this cannot be accomplished then compliance to
the emission limitations shall be determined by source testing and shall be accomplished as specified in 10
CSR 10-6.030(6) for sulfur dioxide emissions and 10 CSR 10-6.040 for measuring ambient sulfur
compound concentrations. Other methods approved by the staff director in advance may be used.

These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.

All records shall be maintained for five years.
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Reporting:
1. The following fuel certification deliverables are to be submitted to the MDNR Air Pollution Control

Program, Enforcement Section on a quarterly basis no later than 30 days after the end of the previous:

a) Submittal of a supplier Certificate for Fuel Oil Sulfur Content (see Appendix 1). The certificate is
completed by the fuel supplier and certifies the fuel is compliant, (Consent Agreement)

b) Submittal of a Certificate of Fuel Sulfur Content (see Appendix 1). This certifies that only compliant
fuel was charged to boilers 1 through 4 and combustion turbines 5 through 7 and shall be completed by
SJLP (Consent Agreement).

2. The permittee shall report any deviations/exceedances of this permit condition using the semi-annual
monitoring report and annual compliance certification to the Air Pollution Control Program Enforcement
Section, P.O. Box 176, Jefferson City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

PERMIT CONDITION EU0020-003

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants /\ A
\ 2

Emission Limitation:
1. No owner or other person shall cause or permit emissions to be disclfanged intg
new source any visible emissions with an opacity greater than 20%.

e atmosphere from any

Monitoring:
1. The permittee shall conduct opacity readings on,thisfemsj #f using the procedures contained in

effects on visibility of emissions capSed by backgrgund sesfrast, ambient lighting, observer position relative
to lighting, wind and the presence of ypncombtyned water. Readings are only required when the emission unit
is operating and when the wea jions lallowIf no visible or other significant emissions are
observed using these procedurey, thej er 6bservations would be required. For emission units with
eed the applicable opacity standard, the source representative

would then conduct a Method 9 okservatigh.

The following monitoring schedulé, muét be maintained:

3. Weekly observations shall be condu€ted for a minimum of eight consecutive weeks after permit issuance.
Should no violation of this regulation be observed during this period then-

4. Observations must be made once every two (2) weeks for a period of eight weeks. If a violation is noted,

monitoring reverts to weekly. Should no violation of this regulation be observed during this period then-

Observations must be made once per month. If a violation is noted, monitoring reverts to weekly.

6. If the source reverts to weekly monitoring at any time, monitoring frequency will progress in an identical
manner from the initial monitoring frequency.

N

bt

Recordkeeping:

1. The permittee shall maintain records of all observation results (see Attachment B1 or B2), noting:
a) Whether any air emissions (except for water vapor) were visible from the emission units,
b) All emission units from which visible emissions occurred, and
¢) Whether the visible emissions were normal for the process.

2. The permittee shall maintain records of any equipment malfunctions. (see Attachment B3)
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3. The permittee shall maintain records of any Method 9 test performed in accordance with this permit
condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.

6. All records shall be maintained for five years.

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,
Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

2. Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitoring report and annual compliance
certification, as required by Section IV of this permit.

A
EU0030 — Boiler 3 /¢ \

Emission . 2004 EIQ
Unit Description Manufacturer/Model # Reference #
Boiler #3 & #3 Stack, Maximum Design Rate
238 MMBTU/Hr at& of anufacture -
E ) ’ EPO3 (2004
U030 Primary Fuel — Natural Gas, 938 03 (2004)

Secondary Fuel — None

'/ (/ Y
PERMIT IT 0 30-001

10 CSR 10-2.040 Maximum Allowable Emissions of Pagticulate Matder fiom Fugl Burmn qulpment Used for Indirect Heating

Emission Limitation: \)
The permittee shall not emit particulatq matter injexcgss of 0.15 pounds per million BTU of heat input.

Operational Limitation/Equipment Spedification,
This emission unit shall be limited to burnjng

Monitoring/Recordkeeping:

1. The permittee shall maintain on the premises of the installation calculations demonstrating compliance with this rule.

2. The calculation shall be made available immediately for inspection to the Department of Natural Resources’
personnel upon request.

Reporting:

The permittee shall report any deviations/exceedances of this permit condition using the semi-annual monitoring report
and annual compliance certification to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson
City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(I1D).

PERMIT CONDITION EU0030-002

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement

Emission Limitation:
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1.

The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 0.0006 pounds of sulfur dioxide per million BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

No person shall cause or permit the emission of sulfur compounds from any source which causes or
contributes to concentrations exceeding those specified in 10 CSR 10-6.010 Ambient Air Quality Standards.

Pollutant Concentration by Volume Remarks
0.03 parts per million (ppm)
(80 micrograms per cubic meter | Annual arithmetic mean

(ug/m’))

24-hour average not to be
0.14 ppm (365 n g/m3) exceeded more than once per
year

3-hour average nof to be

0.5 ppm (1300 p g/m3) exceeded more thia ce per

year P
5o
0.05 ppm (70 pg/m®) Lr-hour X(er not t(\l;:\

exceeded over es pex, year
Va-hour gvera
e

0.03 ppm (42 pg/m’) exc ver X ti
nsecutjve\day

24M6ur a\erag€ not to be
10 u g/m3 cﬁed re than once in any
Sulfuric Acid 0 utive days
h

(H,SOy4) Waverage not to be
30 ug/m’ exceeded more than once in any
&\ 2 consecutive days

Sulfur Dioxide
(SO,)

Hydrogen
Sulfide (H»S)

Operational Limitation/Equipment\SpMz ons:

1.

The emission unit shall be limited\to fuekOil with a sulfur content of no more than 0.05% sulfur by weight.
(Consent Agreement).

2. The emission unit shall be limited to natural gas (Consent Agreement).

Monitoring/Recordkeeping:

1.

2.

3.

The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight (Consent Agreement). Fuel purchase receipts, analyzed samples or certifications that
verity the fuel type and sulfur content will be acceptable. If this cannot be accomplished then compliance to
the emission limitations shall be determined by source testing and shall be accomplished as specified in 10
CSR 10-6.030(6) for sulfur dioxide emissions and 10 CSR 10-6.040 for measuring ambient sulfur
compound concentrations. Other methods approved by the staff director in advance may be used.

These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.

All records shall be maintained for five years.

Reporting:
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1. The following fuel certification deliverables are to be submitted to the MDNR Air Pollution Control
Program, Enforcement Section on a quarterly basis no later than 30 days after the end of the previous:
a) Submittal of a supplier Certificate for Fuel Oil Sulfur Content (see Appendix 1). The certificate is
completed by the fuel supplier and certifies the fuel is compliant, (Consent Agreement)
b) Submittal of a Certificate of Fuel Sulfur Content (see Appendix 1). This certifies that only compliant
fuel was charged to boilers 1 through 4 and combustion turbines 5 through 7 and shall be completed by
SJLP (Consent Agreement).
2. The permittee shall report any deviations/exceedances of this permit condition using the semi-annual
monitoring report and annual compliance certification to the Air Pollution Control Program Enforcement
Section, P.O. Box 176, Jefferson City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

PERMIT CONDITION EU0030-003

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants

Emission Limitation:
1. No owner or other person shall cause or permit emissions to be dischirg

Monitoring:
1. The permittee shall conduct opacity readings on this e
USEPA Test Method 22. At a minimum, the obsepve

»

Should no violation of this regulatiyn b€ observed during this period then-

4. Observations must be made once every two (2) weeks for a period of eight weeks. If a violation is noted,
monitoring reverts to weekly. Should no violation of this regulation be observed during this period then-

5. Observations must be made once per month. If a violation is noted, monitoring reverts to weekly.

6. If the source reverts to weekly monitoring at any time, monitoring frequency will progress in an identical
manner from the initial monitoring frequency.

Recordkeeping:

1. The permittee shall maintain records of all observation results (see Attachment B1 or B2), noting:
d) Whether any air emissions (except for water vapor) were visible from the emission units,
e) All emission units from which visible emissions occurred, and
f) Whether the visible emissions were normal for the process.

2. The permittee shall maintain records of any equipment malfunctions. (see Attachment B3)
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het

The permittee shall maintain records of any Method 9 test performed in accordance with this permit

condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.

6. All records shall be maintained for five years.

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,
Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

2. Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitoring report and annual compliance
certification, as required by Section IV of this permit.

A
EU0040 — Boiler 4 /¢ \

Emission . 2004 EIQ
Unit Description Manufacturer/Model # Reference #

Boiler #4 & #4 Stack, Maximum Design Rate o
311 MMBTU/Hr at§ of Manufacture —

EU004 ) EP04 (2004

U0040 Primary Fuel — Natural Gas, 950 04 (2004)

Secondary Fuel — No. 2 fuel oil A A

PERMIT co}\ TION Eﬁémo-om

10 CSR 10-2.040 Maximum Allowable Emissions of Parti Matte\fropn FueNBurning Equipment Used for Indirect Heating

Emission Limitation: \/

The permittee shall not emit particulate Ynattey ju exgess of 0.15 pounds per million BTU of heat input.

Operational Limitation/Equipment Specificatibns:

This emission unit shall be limited to burni

natural gas, No. 2 fuel oil, and propane.

Monitoring/Recordkeeping:

1. The permittee shall maintain on the premises of the installation calculations demonstrating compliance with this rule.

2. The calculation shall be made available immediately for inspection to the Department of Natural Resources’
personnel upon request.

Reporting:

The permittee shall report any deviations/exceedances of this permit condition using the semi-annual monitoring report
and annual compliance certification to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson
City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(IID).

PERMIT CONDITION EU0040-002

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement




Lake Road Plant Part 70 Operating Permit 18
Installation ID: 021-0004 Project No. 0520-0004-020

Emission Limitation:

1.

The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 0.0524 pounds of sulfur dioxide per million BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

No person shall cause or permit the emission of sulfur compounds from any source which causes or
contributes to concentrations exceeding those specified in 10 CSR 10-6.010 Ambient Air Quality Standards.

Pollutant Concentration by Volume Remarks

0.03 parts per million (ppm)
(80 micrograms per cubic meter | Annual arithmetic mean

(ug/m))
.. 24-hour average not to be
Sulfur Dioxide 0.14 ppm (365 pg/m?) exceeded more than once per
(SO2)
year A
3-hour average not {obe
0.5 ppm (1300 pg/m3) exceeded morg than ogce per
year A
e L
0.05 ppm (70 pg/m’) Y2-hour ?'eraz%é\f.ﬁgqto
exceeded over\2 tirhes year
Hydrogen

! s age\not to'be
Sulfide (H,S) 0.03 ppm (42 pg/m’) ceeded over 2Yimes in any 5
coﬁe‘cuti e dag's

“hOur ayerage not to be

10 pg/m’
Sulfuric Acid

(H2SOy) 1-hour average not to be
30 u g/m3 exceeded more than once in any
2 consecutive days

Operational Limitation/EquipmentxpeMzt' ns:

. The emission unit shall be limited Yo fugkoil with a sulfur content of no more than 0.05% sulfur by weight.

(Consent Agreement).
The emission unit shall be limited to natural gas, No. 2 fuel oil and Propane (Consent Agreement).

Propane may be burned for light off and flame stabilization during periods of natural gas curtailment and for
testing of the propane combustion system.

Monitoring/Recordkeeping:

1.

The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight (Consent Agreement). Fuel purchase receipts, analyzed samples or certifications that
verity the fuel type and sulfur content will be acceptable. If this cannot be accomplished then compliance to
the emission limitations shall be determined by source testing and shall be accomplished as specified in 10
CSR 10-6.030(6) for sulfur dioxide emissions and 10 CSR 10-6.040 for measuring ambient sulfur
compound concentrations. Other methods approved by the staff director in advance may be used.

These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.
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3. All records shall be maintained for five years.

Reporting:
1. The following fuel certification deliverables are to be submitted to the MDNR Air Pollution Control
Program, Enforcement Section on a quarterly basis no later than 30 days after the end of the previous:
a) Submittal of a supplier Certificate for Fuel Oil Sulfur Content (see Appendix 1). The certificate is
completed by the fuel supplier and certifies the fuel is compliant, (Consent Agreement)
b) Submittal of a Certificate of Fuel Sulfur Content (see Appendix 1). This certifies that only compliant
fuel was charged to boilers 1 through 4 and combustion turbines 5 through 7 and shall be completed by
SJLP (Consent Agreement).
2. The permittee shall report any deviations/exceedances of this permit condition using the semi-annual
monitoring report and annual compliance certification to the Air Pollution Control Program Enforcement
Section, P.O. Box 176, Jefferson City, MO 65102, as required by 10 CSR 10-6.065(6)(C)1.C.(III).

PERMIT CONDITION EU0040-003 /\/\

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants P

Emission Limitation:

1. No owner or other person shall cause or permit emissions to be
new source any visible emissions with an opacity greater than 20%.

2. Exception: A person may discharge into the atmosphere from aypy jourge of emissions for a period(s)

ischafged\into t@e atmosphere from any

Monitoring:
1.
ater. Readings are only required when the emission unit
. If no visible or other significant emissions are
er observations would be required. For emission units with
visible emissions perceived or believed tg€xceed the applicable opacity standard, the source representative

2. The following monitoring schedule fhust be maintained:
3. Weekly observations shall be conducted for a minimum of eight consecutive weeks after permit issuance.

Should no violation of this regulation be observed during this period then-

4. Observations must be made once every two (2) weeks for a period of eight weeks. If a violation is noted,
monitoring reverts to weekly. Should no violation of this regulation be observed during this period then-

5. Observations must be made once per month. If a violation is noted, monitoring reverts to weekly.

6. If the source reverts to weekly monitoring at any time, monitoring frequency will progress in an identical
manner from the initial monitoring frequency.

Recordkeeping:

1. The permittee shall maintain records of all observation results (see Attachment B1 or B2), noting:
a) Whether any air emissions (except for water vapor) were visible from the emission units,
b) All emission units from which visible emissions occurred, and
¢) Whether the visible emissions were normal for the process.
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>

The permittee shall maintain records of any equipment malfunctions. (see Attachment B3)

The permittee shall maintain records of any Method 9 test performed in accordance with this permit

condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.

6. All records shall be maintained for five years.

»

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,
Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

2. Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitori rt and annual compliance
certification, as required by Section IV of this permit.

EU0050 - Boiler 5 |~ WA A

Emission .. 2004 EIQ
Unit Description Manufacturer/Model # Reference #

Boiler #5, ESP, and #5 Stack (coal), Maxim

Design Rate 336 MMBTU/Hr, Electric

Generation natural gas boiler > 100 MiHi ?

Btu/hr except Tangential. Bitumingyfs/ and é te of Manufacture —
sub-bituminous blend coal —dry Hotto 1957
Primary Fuel — Coal (htgh or \um {ulfur
blended w/ low sulfur),
Secondary Fuel — Naturgl Gas

PERMT DITION EU0050-001
10-2.040 Maximum Allowable Emissions of Particulate Mag€r from Fuel Burning Equipment Used for Indirect Heating

Emission Limitation:

1. The permittee shall not emit particulate matter in excess of 0.15 pounds per million BTU of heat input.

2. The emission unit shall be limited to burning coal (high or medium sulfur blended w/ low sulfur), natural gas and
propane.

EU0050 EPOS5 (2004)

L

Operational Limitation/Equipment Specifications:

1. Periodic monitoring for particulate matter, as defined below, is not required during periods of time greater than one
day in which the source does not operate. Calculations based on the use of emission factors suggest that the
installation must operate control devices (Electrostatic Precipitators (ESP)) to meet the particulate emission limit for
this source. The control device is required to be in service and operational when EU0050 is operation. Exception:
Except as defined in 10 CSR 10-6.050, Start-Up, Shutdown, and Malfunction Conditions” and if the unit is running on
100% natural gas. Operation of the control device must be maintained using standard manufacturer recommendations
and Good Engineering Practices (GEP).

2. An operation and maintenance plan shall be developed in accordance with manufacturer specifications for the ESP.
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Monitoring:

1. For particulate matter periodic monitoring compliance, a record of the any stack tests conducted on this unit within
the last 5 years on this unit or any subsequent testing will be maintained and made available immediately for
inspection to the Department of Natural Resources upon request.

2. For particulate matter periodic monitoring compliance, the permittee shall monitor three specific parameters that can
be used to indicate the ESP’s performance. The permittee shall monitor the primary and secondary voltage, primary
and secondary current and number of fields on line at least once each week when the unit is on line.

3. The permittee makes a commitment to take timely corrective action during periods of excursions where the indicators
of the electrostatic precipitator performance are out of range. A corrective action may include an investigation of the
reason for the excursion, evaluation of the situation and necessary follow-up action to return the operation within the
indicator range. An excursion is determined by the average discreet data point over a period of time, or the presence
of a monitored abnormal condition. An excursion does not indicate a violation of an applicable requirement. ESP
parameters alone are not prima facie evidence of a violation but may be used with other information to establish a
violation of a particulate matter limitation.

4. An audible or visual alarm that indicates precipitator trouble will be monitored.

Inspection of the rapper operation, T-R set operation, inspection of the ashserdovaf system are required to be included

b

the occurrence of an abnormal condition. The appropriate
manner.

Recordkeeping:
1. The permittee shall maintain a written of electrgni

compliance with this requiremen

2. All instrument calibration shall be\recory

3. Maintain a spare parts inventory by\a cory 2d inventory or other Administrator approved management system.

4. The permittee shall maintain a recorq of th€ inj#fal stack testing and any other subsequent testing or test information
for particulate matter required from this rul

5. The permittee shall maintain records of gfy monitoring or control equipment malfunctions.

6. All records shall be maintained for five years. These records shall be made available immediately for inspection to
the Department of Natural Resources’ personnel upon request.

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson City,
MO 65102, no later than ten days after the permittee determined that the emission unit(s) exceeded the emission
limitation(s) and/or operating parameter range listed above.

2. Reports of any deviations from monitoring other than the operating parameter range, recordkeeping and reporting
requirements of this permit condition shall be submitted semiannually, in the semi-annual monitoring report and
annual compliance certification, as required by Section IV of this permit.

PERMIT CONDITION EU0050-002

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants
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Emission Limitation:

1. No owner or other person shall cause or permit emissions to be discharged into the atmosphere from any
source any visible emissions with an opacity greater than 20%.

2. Exception: A person may discharge into the atmosphere from any source of emissions for a period(s)
aggregating not more than six (6) minutes in any 60 minutes air contaminants with an opacity up to 60%.

Monitoring:

1. The permittee shall conduct opacity readings on this emission unit using the procedures contained in
USEPA Test Method 22. At a minimum, the observer should be trained and knowledgeable about the
effects on visibility of emissions caused by background contrast, ambient lighting, observer position relative
to lighting, wind and the presence of uncombined water. Readings are only required when the emission unit
is operating and when the weather conditions allow. If no visible or other significant emissions are
observed using these procedures, then no further observations would be required. For emission units with
visible emissions perceived or believed to exceed the applicable opacity standard, the source representative
would then conduct a Method 9 observation.

2. The following monitoring schedule must be maintained:
a) Weekly observations shall be conducted for a minimum of eig . ive weeks after permit

i iRd then-

b) Observations must be made once every two (2) weeks for a period
of this regulatie

period then-
¢) Observations must be made once per month. If a viol isYpote onitoring reverts to weekly.
3. If the source reverts to weekly monitoring at any tjm ring\frequency will progress in an identical
manner from the initial monitoring frequency. &
Recordkeeping:
1. The permittee shall maintain re ) 1N on results (see Attachment B1 or B2), noting:
a) Whether any air emissions {excap Or) were visible from the emission units,

2. The permittee shall maintain reco #y equipment malfunctions. (see Attachment B3)

3. The permittee shall maintain records of any Method 9 test performed in accordance with this permit
condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.

6. All records shall be maintained for five years.

Reporting:
1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,

Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

2. Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitoring report and annual compliance
certification, as required by Section IV of this permit.
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PERMIT CONDITION EU0050-003

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement

Emission Limitation:

1.

The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 1.3490 pounds of sulfur dioxide per million BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

2. No person shall cause or permit the emission of sulfur compounds from any source which causes or

contributes to concentrations exceeding those specified in 10 CSR 10-6.010 Ambient Air Quality Standards.

Pollutant Concentration by Volume Remarks
0.03 parts per million (ppm)
(80 micrograms per cubic meter | Annual ar1thmet1

(ug/m’))

.. 24-hour ayer be
Sulfur Dioxide 3
0.14 ppm (365 pg/m”) exceeded m n oRcg per
(SO2)
year
3-hour ayerag not
0.5 ppm (1300 pg/m3) ex ede ore than once per

) 1/ r avgrage not to be
0.05 ppm (70 pg/m”) KI m er 2 times per year

I;ﬁifgf ?}11 S) ! g/z ho?[ average not to be
’ 0.03 ppm (42 pgfm’) ded over 2 times in any 5

o~ consecutive days
\/ 24-hour average not to be
exceeded more than once in any

10 pg/m’
Sulfuric Acid 90 consecutive days

(H,SOy) 1-hour average not to be
30 u g/m3 exceeded more than once in any

2 consecutive days

Operational Limitation/Equipment Specifications:

1.

2.

The emission unit shall be limited to fuel oil with a sulfur content of no more than 0.05% sulfur by weight.
(Consent Agreement).

The emission unit shall be limited to (high sulfur or medium sulfur coal (SO2 emission potential greater
than 1.2 Lbs SO2/MMBTU) blended w/low sulfur (SO2 emission potential less than 1.2 Lbs
SO2/MMBTU)), natural gas and propane. (Consent Agreement).

Propane may be burned for light off and flame stabilization during periods of natural gas curtailment and for
testing of the propane combustion system (Consent Agreement).

Monitoring/Recordkeeping:

1.

The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight for fuel oil(Consent Agreement).
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2. Compliance with the 24-hour daily average for Boilers #5 will be determined by using the following
procedures. The 24-hour daily block average is defined as a midnight to midnight block average, which
includes SO, emission rates for only the hours during which the unit was operating. The Variable Table
located in the Appendix 1 should be used when making these calculations

For Boiler 5:

_224 (#Coalj #S Y F,,, x#SO0,
hour=0\  hour N\ #Coal #S
24 mmBt W coal + gas)
Zhour:l

#S0,
mmBtu

< 1.349( j (Consent Agreement)

hour

3. Fuel purchase receipts, analyzed samples or certifications that verity {ype and sulfur content will be
acceptable. If this cannot be accomplished then compliance to t S mitations shall be determined
by source testing and shall be accomplished as specified in 10 C3R 1§ or sulfur dioxide emissions
and 10 CSR 10-6.040 for measuring ambient sulfur compound comcen Other methods approved by
the staff director in advance may be used.

4. Records of the sampling and analysis of the coal blend fin ur and heat content) shall be kept
on file at the Installation for a period of five years e oksampling. (Consent Agreement)

5. These records shall be made available immediat ' i@rto the Department of Natural Resources'

personnel upon request.
6. All records shall be maintained for five yeaxs.

Reporting:

1. The following deliverables are tp be nittefl tothe MDNR Air pollution Control Program, Enforcement
Section on a quarterly basis no later thay 30 flays after the end of the previous quarter:
a) Sampling and analysis of coal\blend fof boiler 5 ( including the sulfur and heat content) (Consent

Agreement)

b) Quarterly Excess Emission Repdft for Boiler 5 (Consent Agreement)

2. The permittee shall report any change of fuel type to the Air Pollution Control Enforcement Section, P.O.
Box 176, Jefferson City, MO 65101 within ten (10) days of the switch of fuel types.

3. The permittee shall report to the Air Pollution Control Enforcement Section no later than ten (10) days after
any exceedance of 10 CSR 10-6.260 demonstrated by the appropriate recordkeeping forms.

PERMIT CONDITION EU0050-004

10 CSR 10-6.075 Maximum Achievable Control Technology Regulations

40 CFR Part 63 Subpart DDDDD National Emission Standards for Hazardous Air Pollutants for Industrial, Commercial, and Institutional Boilers and
Process Heaters

40 CFR Part 63 Subpart A General Provisions

Emission Limitation:
1. The permittee must meet the requirements in §63.7500(a)(1) and (2).
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a) The permittee must meet each emission limit and work practice standard in Table 1 to subpart DDDDD

that applies to an existing large source fuel boiler or process heater:

1)  The permittee shall not emit particulate matter (or total selected metals) in excess of 0.07 1b per
MMBtu of heat input; or (0.001 1b per MMBtu of heat input).

i1) The permittee shall not emit hydrogen chloride in excess of 0.09 Ib per MMBtu of heat input.

iii) The permittee shall not emit mercury in excess 0.000009 1b per MMBtu of heat input.

b) The permittee must meet each operating limit in Tables 2 through 4 (see Attachment F through H) to
subpart DDDDD that applies to an existing boiler or process heater. If unit uses a control device or
combination of control devices not covered in Tables 2 through 4 (see Attachment F through H) to
subpart DDDDD, or the permittee wish to establish and monitor an alternative operating limit and
alternative monitoring parameters, the permittee must apply to the Air Pollution Control Program
(APCP) of the Missouri Department of Natural Resources for approval of alternative monitoring under
§63.8(1).

2. The permittee must meet the requirements in §63.7500(a)(1) and (2).

a) The permittee must meet each emission limit and work practice stangand

-v'( d metals) in excess of 0.21 1b per
MMBtu of heat input; or (0.004 1b per MMBtu of heat input).
b) The permittee must meet each operating limit in Tables 2 th

§63.8(1).

3. As an alternative to the requirement

appendix A to subpart DDDDD)
4. In lieu of complying with the TS gsioff standards in Table 1 to subpart DDDDD based on the sum of
emissions for the eight selected mgtals, th€ permittee may demonstrate eligibility for complying with the
TSM emission standards in Table 1\ba€ed on the sum of emissions for seven selected metals (by excluding

manganese emissions from the summation of TSM emissions) under the procedures prescribed in appendix
A to subpart DDDDD.

Compliance Demonstration:

Compliance Dates

1. The permittee must comply with subpart DDDDD no later than September 13, 2007.

2. The permittee must demonstrate initial compliance no later than 180 days after the compliance date that is
specified for the source in §63.7495 and according to the applicable provisions in §63.7(a)(2) as cited in
Table 10 to subpart DDDDD.

General Compliance Demonstration

3. The permittee must be in compliance with the emission limits (including operating limits) and the work
practice standards in subpart DDDDD at all times, except during periods of startup, shutdown, and
malfunction.

Table 1 to subpart DDDDD
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4. The permittee must always operate and maintain the affected source, including air pollution control and

5.

7. If the permittee has an applicable §

monitoring equipment, according to the provisions in §63.6(e)(1)(i).

The permittee can demonstrate compliance with any applicable emission limit using fuel analysis if the

emission rate calculated according to §63.7530(d) is less than the applicable emission limit. Otherwise, the

permittee must demonstrate compliance using performance testing.

If the permittee demonstrate compliance with any applicable emission limit through performance testing, the

permittee must develop a site-specific monitoring plan according to the requirements in §63.7505(d)(1)

through (4). This requirement also applies to the permittee if they petition the EPA Administrator for

alternative monitoring parameters under §63.8(f).

a) For each continuous monitoring system (CMS) required in this section, the permittee must develop and
submit to the EPA Administrator for approval a site specific monitoring plan that addresses
§63.7505(d)(1)(i) through (iii). The permittee must submit this site specific monitoring plan at least 60
days before an initial performance evaluation of the CMS.

i) Installation of the CMS sampling probe or other interface at a megsurement location relative to each
affected process unit such that the measurement is representativg/ of control of the exhaust emissions
(e.g., on or downstream of the last control device);

i1) Performance and equipment specifications for the samplg ing€rf tie pollutant concentration or
parametric signal analyzer, and the data collection and r¢ductigigystdony; and
iii) Performance evaluation procedures and acceptance critg gons)
b) In the site-specific monitoring plan, the permittee must 505(d)(2)(i) through (iii).

1)  Ongoing operation and maintenance procedures j ith the general requirements of

§63.8(c)(1), (c)(3), and (c)(4)(i1);
i1) Ongoing data quality assurance procedures
and

monitoring plan.
d) The permittee must operate gnd
monitoring plan.

jain the CMS in continuous operation according to the site-specific

implement a written startup, shutdowg{ and malfunction plan (SSMP) according to the provisions in

§63.6(e)(3).

Initial Compliance Demonstration
8. For affected sources that elect to demonstrate compliance with any of the emission limits of subpart

DDDDD through performance testing, the initial compliance requirements include conducting performance
tests according to §63.7520 and Table 5 (see Attachment I) to subpart DDDDD, conducting a fuel analysis
for each type of fuel burned in the boiler or process heater according to §63.7521 and Table 6 (see
Attachment J) to subpart DDDDD, establishing operating limits according to §63.7530 and Table 7 (see
Attachment K) to subpart DDDDD, and conducting CMS performance evaluations according to §63.7525.
For affected sources that elect to demonstrate compliance with the emission limits for HCI, mercury, or
TSM through fuel analysis, the initial compliance requirement is to conduct a fuel analysis for each type of
fuel burned in the boiler or process heater according to §63.7521 and Table 6 (see Attachment J) to subpart
DDDDD and establish operating limits according to §63.7530 and Table 8 (see Attachment L) to subpart
DDDDD.
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10.

11.

12.

The initial compliance demonstration is conducting a performance evaluation of the continuous emission
monitoring system (CEM) for carbon monoxide according to §63.7525(a).

The permittee must demonstrate initial compliance with each emission limit and work practice standard that
applies to the permittee by either conducting initial performance tests and establishing operating limits, as
applicable, according to §63.7520, §63.7530(c), and Tables 5 and 7 (see Attachments I and K) to this
subpart OR conducting initial fuel analyses to determine emission rates and establishing operating limits, as
applicable, according to §63.7521, §63.7530(d), and Tables 6 and 8 (see Attachments J and L) to subpart
DDDDD.

The permittee must submit the Notification of Compliance Status containing the results of the initial
compliance demonstration according to the requirements in §63.7545(e).

Continuous Compliance Demonstration

13

. The permittee must demonstrate continuous compliance with each emission limit, operating limit, and work

practice standard in Tables 1 through 4 (see Attachments F through H) to subpart DDDDD that applies to
the permittee according to the methods specified in Table 8 (see Attachment L) to subpart DDDDD and
§63.7540(a)(1) through (10).

a) Following the date on which the initial performance test is co

constitute a deviation of established operating limif&.
b) The permittee must keep records of the type andhg

pollutant (if Permittee demonsgréte comh fuel analysis), or result in lower fuel input of
TSM, chlorine, and mercur) ¢ ma) alues calculated during the last performance tests (if
the permittee demonstrate domp ¢ thr¢ ferformance testing).

c) If the permittee demonstrate\comp 1th an applicable HCI emission limit through fuel analysis and
plans to burn a new type of fuel, Permitg€e must recalculate the HCI emission rate using Equation 9 of
§63.7530 according to §63.7540(a)(3)(1) through (ii1).

i)  The permittee must determingshe chlorine concentration for any new fuel type in units of pounds
per million Btu, based on supplier data and the permittee’s fuel analysis, according to the provisions
in the site-specific fuel analysis plan developed according to §63.7521(b).

i1) The permittee must determine the new mixture of fuels that will have the highest content of
chlorine.

iii) Recalculate the HCI emission rate from the boiler or process heater under these new conditions
using Equation 9 of §63.7530. The recalculated HCI emission rate must be less than the applicable
emission limit.

d) If the permittee demonstrate compliance with an applicable HCI emission limit through performance
testing and plans to burn a new type of fuel type or new mixture of fuels, the permittee must recalculate
the maximum chlorine input using Equation 5 of §63.7530. If the results of recalculating the maximum
chlorine input using Equation 5 of §63.7530 are higher than the maximum chlorine input level
established during the previous performance test, then the permittee must conduct a new performance
test within 60 days of burning the new fuel type or fuel mixture according to the procedures in §63.7520
to demonstrate that the HC] emissions do not exceed the emission limit. The permittee must also
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g)

h)

establish new operating limits based on this performance test according to the procedures in

§63.7530(c).

If the permittee demonstrate compliance with an applicable TSM emission limit through fuel analysis,

and plans to burn a new type of fuel, the permittee must recalculate the TSM emission rate using

Equation 10 of §63.7530 according to the procedures specified in §63.7540(a)(5)(i) through (iii).

i)  The permittee must determine the TSM concentration for any new fuel type in units of pounds per
million Btu, based on supplier data or their own fuel analysis, according to the provisions in the
site-specific fuel analysis plan developed according to §63.7521(b).

i1) The permittee must determine the new mixture of fuels that will have the highest content of TSM.

iii) Recalculate the TSM emission rate from the boiler or process heater under these new conditions
using Equation 10 of §63.7530. The recalculated TSM emission rate must be less than the
applicable emission limit.

If the permittee demonstrates compliance with an applicable TSM emission limit through performance

testing, and plans to burn a new type of fuel or a new mixture of fuels, the permittee must recalculate the

analysis, and plans to burn a new type of fuel,
using Equation 11 of §63.7530 accordmg tg
1) The perm1ttee must determme he

mercury.
iii) Recalculate the mercury
conditions using Equation\11 of #63.7530. The recalculated mercury emission rate must be less than
the applicable emission limy
If the permittee demonstrate compliance with an applicable mercury emission limit through performance
testing, and plans to burn a new type of fuel or a new mixture of fuels, the permittee must recalculate the
maximum mercury input using Equation 7 of §63.7530. If the results of recalculating the maximum
mercury input using Equation 7 of §63.7530 are higher than the maximum mercury input level
established during the previous performance test, then the permittee must conduct a new performance
test within 60 days of burning the new fuel type or fuel mixture according to the procedures in §63.7520
to demonstrate that the mercury emissions do not exceed the emission limit. The permittee must also
establish new operating limits based on this performance test according to the procedures in
§63.7530(c).
If the unit is controlled with a fabric filter, and the permittee demonstrates continuous compliance using
a bag leak detection system, the permittee must initiate corrective action within 1 hour of a bag leak
detection system alarm and complete corrective actions according to their SSMP, and operate and
maintain the fabric filter system such that the alarm does not sound more than 5 percent of the operating
time during a 6-month period. The permittee must also keep records of the date, time, and duration of
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each alarm, the time corrective action was initiated and completed, and a brief description of the cause
of the alarm and the corrective action taken. The permittee must also record the percent of the operating
time during each 6-month period that the alarm sounds. In calculating this operating time percentage, if
inspection of the fabric filter demonstrates that no corrective action is required, no alarm time is
counted. If corrective action is required, each alarm shall be counted as a minimum of 1 hour. If the
permittee takes longer than 1 hour to initiate corrective action, the alarm time shall be counted as the
actual amount of time taken to initiate corrective action.

j) If the permittee have an applicable work practice standard for carbon monoxide, and the permittee are
required to install a CEMS according to §63.7525(a), then the permittee must meet the requirements in
§63.7540(a)(10)(i) through (iii).

1)  The permittee must continuously monitor carbon monoxide according to §§63.7525(a) and 63.7535.

i) Maintain a carbon monoxide emission level below the applicable carbon monoxide work practice

standard in Table 1 to subpart DDDDD at all times except during periods of startup, shutdown,

malfunction, and when the boiler or process heater is operating at,less than 50 percent of rated
capacity.
iii) Keep records of carbon monoxide levels according to §63.75
14. The permittee must report each instance in which the unit did noy me€|
and work practice standard in Tables 1 through 4 (see Attachments F tl

15. During periods of startup, shutdown, and malfunctioy
SSMP as required in §63.7505(e).
. Consistent with §§63.6(e) and 63.7(e)

continuous basis by meeting the roquirerg€nts of §63.7541(a)(1) through (4).

a) For each calendar month, demoysifate compliance with the average weighted emissions limit for the
existing large solid fuel boilers participating in the emissions averaging option as determined in
§63.7522(f) and (g);

b) For each existing solid fuel boiler participating in the emissions averaging option that is equipped with a
dry control system, maintain opacity at or below the applicable limit;

¢) For each existing solid fuel boiler participating in the emissions averaging option that is equipped with a
wet scrubber, maintain the 3-hour average parameter values at or below the operating limits established
during the most recent performance test; and

d) For each existing solid fuel boiler participating in the emissions averaging option that has an approved
alternative operating plan, maintain the 3-hour average parameter values at or below the operating limits
established in the most recent performance test.

e) Any instance where the owner or operator fails to comply with the continuous monitoring requirements
in §63.7541(a)(1) through (4), except during periods of startup, shutdown, and malfunction, is a
deviation.
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Test Methods and Calculations:

1.

e

The permittee must conduct all performance tests according to §63.7(c), (d), (f), and (h). The permittee
must also develop a site specific test plan according to the requirements in §63.7(c) if the permittee elects to
demonstrate compliance through performance testing.

The permittee must conduct each performance test according to the requirements in Table 5 (see Attachment
I) to subpart DDDDD.

The permittee must conduct each performance test under the specific conditions listed in Tables 5 and 7 (see
Attachments I and K) to subpart DDDDD. The permittee must conduct performance tests at the maximum
normal operating load while burning the type of fuel or mixture of fuels that have the highest content of
chlorine, mercury, and total selected metals, and the permittee must demonstrate initial compliance and
establish the unit’s operating limits based on these tests. These requirements could result in the need to
conduct more than one performance test.

The permittee may not conduct performance tests during periods of startup, shutdown, or malfunction.
The permittee must conduct three separate test runs for each performance test required in this section, as
specified in §63.7(e)(3). Each test run must last at least 1 hour.
To determine compliance with the emission limits, the permittee
equations in sections 12.2 and 12.3 of EPA Method 19 of append
the measured particulate matter concentrations, the measured H(
concentrations, and the measured mercury concentrations that r¢

as applicable.
If the permittee use fuel analysis to demonstratg
specific fuel analysis plan to the EPA _Administratg

b) The permittee must include
analysis plan.

1) The identification of all fuel typgs anticipated to be burned in each boiler or process heater.

ii) For each fuel type, the notificafion of whether the permittee or a fuel supplier will be conducting the
fuel analysis.

iii) For each fuel type, a detailed description of the sample location and specific procedures to be used
for collecting and preparing the composite samples if procedures are different from §63.7521(c) or
(d). Samples should be collected at a location that most accurately represents the fuel type, where
possible, at a point prior to mixing with other dissimilar fuel types.

iv) For each fuel type, the analytical methods, with the expected minimum detection levels, to be used
for the measurement of selected total metals, chlorine, or mercury.

v) If the permittee requests to use an alternative analytical method other than those required by Table 6
(see Attachment J) to subpart DDDDD, the permittee must also include a detailed description of the
methods and procedures that will be used.

vi) If the permittee will be using fuel analysis from a fuel supplier in lieu of site specific sampling and
analysis, the fuel supplier must use the analytical methods required by Table 6 (see Attachment J) to
subpart DDDDD.
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0.

10.

1.

12.

If Permittee use fuel analysis to demonstrate compliance, at a minimum, the permittee must obtain three
composite fuel samples for each fuel type according to the procedures in §63.7521(c)(1) or (2).
a) If sampling from a belt (or screw) feeder, collect fuel samples according to §63.7521(c)(1)(i) and (ii).

i)  Stop the belt and withdraw a 6-inch wide sample from the full cross section of the stopped belt to
obtain a minimum two pounds of sample. Collect all the material (fines and coarse) in the full
cross-section. Transfer the sample to a clean plastic bag.

i1) Each composite sample will consist of a minimum of three samples collected at approximately
equal intervals during the testing period.

b) If sampling from a fuel pile or truck, collect fuel samples according to §63.7521(c)(2)(i) through (iii).

i)  For each composite sample, select a minimum of five sampling locations uniformly spaced over the
surface of the pile.

ii) At each sampling site, dig into the pile to a depth of 18 inches. Insert a clean flat square shovel into
the hole and withdraw a sample, making sure that large pieces do not fall off during sampling.

iii) Transfer all samples to a clean plastic bag for further processing.

If Permittee use fuel analysis to demonstrate compliance, the permittee 1y
according to the procedures in §63.7521(d)(1) through (7).
a) Thoroughly mix and pour the entire composite sample over 3
b) Break sample pieces larger than 3 inches into smaller sizes.
¢) Make a pie shape with the entire composite sample and subd
d) Separate one of the quarter samples as the first subset.
e) If this subset is too large for grinding, repeat the proce
and obtain a one-quarter subset from this sample.
f) Grind the sample in a mill.
g) Use the procedure in §63 7521(d)(3) to obt' a

st prepare each composite sample

As an alternative to meeting the\requirements 63.7500, if the permittee have more than one existing
large solid fuel boiler located at the fagitity Ahe permittee may demonstrate compliance by emission

a) For each existing large solid fugl béiler in the averaging group, the emission rate achieved during the
initial compliance test for the HAP being averaged must not exceed the emission level that was being
achieved on November 12, 2004 or the control technology employed during the initial compliance test
must not be less effective for the HAP being averaged than the control technology employed on
November 12, 2004.

b) The permittee may average particulate matter or TSM, HCI, and mercury emissions from existing large
solid fuel boilers to demonstrate compliance with the limits in Table 1 to subpart DDDDD if the
permittee satisfy the requirements in §63.7522(d), (e), and (f).

c¢) The weighted average emissions from the existing large solid fuel boilers participating in the emissions
averaging option must be in compliance with the limits in Table 1 to subpart DDDDD at all times
following the compliance date specified in §63.7495.

d) The permittee must demonstrate initial compliance according to §63.7522(e)(1) or (2).

1)  The permittee must use Equation 1 to demonstrate that the particulate matter or TSM, HCl, and
mercury emissions from all existing large solid fuel boilers participating in the emissions averaging
option do not exceed the emission limits in Table 1 to subpart DDDDD.
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AveWeighted Emissions = Z (Er x Hm)+ z Hm (Eq.1)
i=1 i=1

Where:

AveWeighted = Average weighted emissions for particulate matter or TSM, HCI, or mercury, in
units of pounds per million Btu of heat input.

Er = Emission rate (as calculated according to Table 5 (see Attachment I) to subpart DDDDD) or
fuel analysis (as calculated by the applicable equation in §63.7530(d)) for boiler, i, for
particulate matter or TSM, HCI, or mercury, in units of pounds per million Btu of heat
1nput.

Hm = Maximum rated heat input capacity of boiler, 1, in units of million Btu per hour.

n = Number of large solid fuel boilers participating in the emissions averaging option.

i1) If the permittee are not capable of monitoring heat input, the permittee can use Equation 2 as an
alternative to using equation 1 to demonstrate that the particulate matter or TSM, HCI, and mercury
emissions from all existing large solid fuel boilers participating igf\the emissions averaging option
do not exceed the emission limits in Table 1 to subpart DDDD

AveWeighted Emissions = Z (Er x Smx Cf)
i=1

Where:
AveWeighted = Average weighted emission leve] fon\}
pounds per million Btu of heat input.
Er = Emission rate (as calculated according

particulate matter or TSM, units of pounds per million Btu of heat
input.

Sm = Maximum steam g€neratio iler, A units of pounds.
Cf= Conversion factor, ca e most recent compliance test, in units of million Btu

e) The permittee must demonstyate &
at the end of every month (12 timés

uguis compliance on a 12-month rolling average basis determined

per year) according to §63.7522(f)(1) and (2). The first 12-month

rolling-average period begins gn the gémpliance date specified in §63.7495.

1)  For each calendar month, the g€rmittee must use Equation 3 to calculate the 12-month rolling
average weighted emission [imit using the actual heat capacity for each existing large solid fuel
boiler participating in the emissions averaging option.

AveWeighted Emissions = Z Erx Hb)+ ZHb (Eq. 3)

i=1

Where:

AveWeighted Emissions = 12-month rolling average weighted emission level for particulate
matter or TSM, HCI, or mercury, in units of pounds per million Btu of heat input.

Er = Emission rate, calculated during the most recent compliance test, (as calculated according to
Table 5 (see Attachment I) to subpart DDDDD) or fuel analysis (as calculated by the
applicable equation in §63.7530(d)) for boiler, i, for particulate matter or TSM, HCI, or
mercury, in units of pounds per million Btu of heat input.

Hb = The average heat input for each calendar month of boiler, i, in units of million Btu.

n = Number of large solid fuel boilers participating in the emissions averaging option.
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i1) If the permittee are not capable of monitoring heat input, the permittee can use Equation 4 as an
alternative to using Equation 3 to calculate the 12-month rolling average weighted emission limit
using the actual steam generation from the large solid fuel boilers participating in the emissions
averaging option.

n

AveWeighted Emissions = Z (Er X Sa X Cf) + z SaxCf (Eq.4)
i=1 i=1

Where:

AveWeighted Emissions = 12-month rolling average weighted emission level for PM or TSM,
HCI, or mercury, in units of pounds per million Btu of heat input.

Er = Emission rate, calculated during the most recent compliance test (as calculated according to
Table 5 (see Attachment I) to subpart DDDDD) or fuel analysis (as calculated by the
applicable equation in §63.7530(d)) for boiler, i, for particulate matter or TSM, HCI, or
mercury, in units of pounds per million Btu of heat input.

Sa = Actual steam generation for each calendar month by boilgy, i, in units of pounds.

Cf = Conversion factor, as calculated during the most recgnt apliance test, in units of million

Btu of heat input per pounds of steam generated’

prevention measure reguces or gliminates emissions from multiple sources, the owner or operator
must identify each sourte;
4. The test plan for the measirement of particulate matter (or TSM), HCI, or mercury emissions in
accordance with the requirements in §63.7520;
5. The operating parameters to be monitored for each control system or device and a description of
how the operating limits will be determined;
6. If the permittee request to monitor an alternative operating parameter pursuant to §63.7525, the
permittee must also include:
a. A description of the parameter(s) to be monitored and an explanation of the criteria used to
select the parameter(s); and
b. A description of the methods and procedures that will be used to demonstrate that the
parameter indicates proper operation of the control device; the frequency and content of
monitoring, reporting, and recordkeeping requirements; and a demonstration, to the
satisfaction of the applicable regulatory authority, that the proposed monitoring frequency is
sufficient to represent control device operating conditions; and
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7. A demonstration that compliance with each of the applicable emission limit(s) will be achieved
under representative operating conditions.
iii) Upon receipt, the regulatory authority shall review and approve or disapprove the plan according to
the following criteria:
1. Whether the content of the plan includes all of the information specified in §63.7522(g)(2) ; and
2. Whether the plan presents sufficient information to determine that compliance will be achieved
and maintained.
iv) The applicable regulatory authority shall not approve an emission averaging implementation plan
containing any of the following provisions:
1. Any averaging between emissions of differing pollutants or between differing sources; or
2. The inclusion of any emission source other than an existing large solid fuel boiler.

13. If the permittee demonstrate compliance through performance testing, the permittee must establish each site-
specific operating limit in Tables 2 through 4 (see Attachment F through H) to subpart DDDDD that applies
to the permittee according to the requirements in §63.7520, Table 7 (see Attachment K) to subpart DDDDD,
and §63.7530(c)(4), as applicable. The permittee must also conduct fuel/analyses according to §63.7521
and establish maximum fuel pollutant input levels according to §637%30(c)(1 through (3) as applicable.

1)  The permittee must determine the fuel type or fuel mix @t tha permpdttee could burn in the
boiler or process heater that has the highest content of chlgri

Where:
Clinput = Max1mum A

Ci = Arithmetic average concepsration of chlorine in fuel type, i, analyzed according to
§63.7521, in unigs ofgpounds per million Btu.

Qj = Fraction of total heanput from fuel type, 1, based on the fuel mixture that has the highest
content of chlorine. If the permittee do not burn multiple fuel types during the
performance testing, it is not necessary to determine the value of this term. Insert a value
of “‘1”” for Q;.

n = Number of different fuel types burned in the boiler or process heater for the mixture that has
the highest content of chlorine.

b) If the permittee chooses to comply with the alternative TSM emission limit instead of the particulate
matter emission limit, the permittee must establish the maximum TSM fuel input level (TSMipnpu) during
the initial performance testing according to the procedures in §63.7530(c)(2)(i) through (iii).

i)  The permittee must determine the fuel type or fuel mixture that the permittee could burn in their
boiler or process heater that has the highest content of TSM.

i) During the performance testing for TSM, the permittee must determine the fraction of total heat
input from each fuel burned (Q;) based on the fuel mixture that has the highest content of total
selected metals, and the average TSM concentration of each fuel type burned (M;).
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iii) The permittee must establish a baseline TSM input level using Equation 6.

¢) The permittee must establish the maximum mercury fuel input level
performance testing using the procedures in §63.7530(c)(3)(i) throug

i)

i1)

M, = i [(M i )(Q, )] (Eq. 6)

TSMipput = Maximum amount of TSM entermg the boiler or process heater through fuels burned in
units of pounds per million Btu.

M; = Arithmetic average concentration of TSM in fuel type, 1, analyzed according to §63.7521, in
units of pounds per million Btu.

Qj = Fraction of total heat input from based fuel type, i, based on the fuel mixture that has the
highest content of TSM. If the permittee do not burn multiple fuel types during the
performance test, it is not necessary to determine the value of this term. Insert a value of
“1” for Q.

n = Number of different fuel types burned in the boiler or process heater for the mixture that has the
highest content of TSM.

Mercuryinpy) during the initial

The permittee must determine the fuel type or fuel mixture ebuld burn in the boiler or

process heater that has the highest content of mercury.

total heat input for each fuel burned (Q;) based on the fi
mercury, and the average mercury concentration of€

Where:
Mercuryinpu = Max1mu A’ amouny, oY cury erftering the boiler or process heater through fuels

mercury conte
performance test, ijd
“1” for Q.

n = Number of different fuel types burned in the boiler or process heater for the mixture that has
the highest content of mercury.

not necessary to determine the value of this term. Insert a value of

d) The permittee must establish parameter operating limits according to §63.7530(c)(4)(i) through (iv).

)

For a wet scrubber, the permittee must establish the minimum scrubber effluent pH, liquid flowrate,
and pressure drop as defined in §63.7575, as an operating limits during the three-run performance
test. If the permittee uses a wet scrubber and the permittee conduct separate performance tests for
particulate matter, HCI, and mercury emissions, the permittee must establish one set of minimum
scrubber effluent pH, liquid flowrate, and pressure drop operating limits. The minimum scrubber
effluent pH operating limit must be established during the HCI performance test. If the permittee
conducts multiple performance tests, the permittee must set the minimum liquid flowrate and
pressure drop operating limits at the highest minimum values established during the performance
tests.
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i1) For an electrostatic precipitator, the permittee must establish the minimum voltage and secondary
current (or total power input), as defined in §63.7575, as an operating limits during the three run
performance test.

iii) For a dry scrubber, the permittee must establish the minimum sorbent injection rate, as defined in
§63.7575, as an operating limit during the three-run performance test.

iv) For a fabric filter, the operating limit for boilers or process heaters with fabric filters that choose to
demonstrate continuous compliance through bag leak detection systems is that a bag leak detection
system be installed according to the requirements in §63.7525, and that each fabric filter must be
operated such that the bag leak detection system alarm does not sound more than 5 percent of the
operating time during a 6-month period.

14. If the permittee elect to demonstrate compliance with an applicable emission limit through fuel analysis, the
permittee must conduct fuel analyses according to §63.7521 and follow the procedures in §63.7530(d)(1)
through (5).

a)

b)

ine the fuel mixture could be
ission rates of the pollutants

If the permittee burn more than one fuel type, the permittee must dete
burned in the boiler or process heater that would result in the maximy

The permittee must determine the 90™ percentile confidence }évq TR lutant concentration of the
composite samples analyzed for each fuel type using the onetsided pAtatistid\test described in Equation

Poo = 90™ percentile confidence level pollutant conte ion,\{n pgunds per million Btu.

mean = Arithmetic average of the fuel pollutapt i the fuel samples analyzed according to
§63.7521, in units of pounds per mp1o [

SD = Standard deviation of the po yf the fuel samples analyzed according to

(number of samples «
To demonstrate compliance \ith the applicable emission limit for HCI, the HCI emission rate that the
permittee calculate for the boNer or'progess heater using Equation 9 must be less than the applicable
emission limit for HCI.

HCI = [(Ciop )Q, )(1.028)] (Eq.9)

i=1

Where:

HCI = HCI emission rate from the boiler or process heater in units of pounds per million Btu.

Cigo = 90" percentile confidence level concentration of chlorine in fuel type, i, in units of pounds per
million Btu as calculated according to Equation 8.

Qj = Fraction of total heat input from fuel type, i, based on the fuel mixture that has the highest content
of chlorine. If the permittee does not burn multiple fuel types, it is not necessary to determine
the value of this term. Insert a value of ‘“1’’ for Qi.

n = Number of different fuel types burned in the boiler or process heater for the mixture that has the
highest content of chlorine.

1.028 = Molecular weight ratio of HCI to chlorine.
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Monitoring:
If the permittee has an applicable opagefly operating limit, the permittee must install, operate, certify and
maintain each continuous opacity monitoring system (COMS) according to the procedures in

1.

d)

To demonstrate compliance with the applicable emission limit for TSM, the TSM emission rate that is
calculated for the boiler or process heater using Equation 10 must be less than the applicable emission
limit for TSM.

7M1 = Y [(M 0, ) (Eq. 10)

Where:

TSM = TSM emission rate from the boiler or process heater in units of pounds per million Btu.

Migg = 90" percentile confidence level concentration of TSM in fuel, i, in units of pounds per million
Btu as calculated according to Equation 8.

Qi = Fraction of total heat input from fuel type, 1, based on the fuel mixture that has the highest content
of total selected metals. If Permittee do not burn multiple fuel types, it is not necessary to
determine the value of this term. Insert a value of ‘1’ for Q;.

n = Number of different fuel types burned in Your boiler or process heater for the mixture that has the
highest content of TSM.

To demonstrate compliance with the applicable emission limit fo

that the permittee calculates for the boiler or process heater ust

applicable emission limit for mercury.

Mercury = Z (HG 4, I(Q; )]

i=1

, the mercury emission rate
A 11 must be less than the

Where:

Mercury = Mercury emission rate from the boiler g
HGi9 = g™ percentile confidence level conceptyatio
million Btu as calculated according y&/ Eguatyon

§63.7525(b)(1) through (7) by the compliance date specified in §63.7495.

a)

b)

c)

d)
€)

Each COMS must be installed, operated, and maintained according to PS 1 of 40 CFR part 60, appendix
B.

The permittee must conduct a performance evaluation of each COMS according to the requirements in
§63.8 and according to PS 1 of 40 CFR part 60, appendix B.

As specified in §63.8(c)(4)(i), each COMS must complete a minimum of one cycle of sampling and
analyzing for each successive 10-second period and one cycle of data recording for each successive 6-
minute period.

The COMS data must be reduced as specified in §63.8(g)(2).

The permittee must include in the site specific monitoring plan procedures and acceptance criteria for
operating and maintaining each COMS according to the requirements in §63.8(d). At a minimum, the
monitoring plan must include a daily calibration drift assessment, a quarterly performance audit, and an
annual zero alignment audit of each COMS.
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f) The permittee must operate and maintain each COMS according to the requirements in the monitoring
plan and the requirements of §63.8(e). Identify periods the COMS is out of control including any
periods that the COMS fails to pass a daily calibration drift assessment, a quarterly performance audit,
or an annual zero alignment audit.

g) The permittee must determine and record all the 6-minute averages (and 1-hour block averages as
applicable) collected for periods during which the COMS is not out of control.

2. 1If the permittee have an operating limit that requires the use of a CMS, the permittee must install, operate,
and maintain each continuous parameter monitoring system (CPMS) according to the procedures in
§63.7525(c)(1) through (5) by the compliance date specified in §63.7495.

a) The CPMS must complete a minimum of one cycle of operation for each successive 15-minute period.
The permittee must have a minimum of four successive cycles of operation to have a valid hour of data.

b) Except for monitoring malfunctions, associated repairs, and required quality assurance or control
activities (including, as applicable, calibration checks and required zero and span adjustments), The
permittee must conduct all monitoring in continuous operation at all times that the unit is operating. A
monitoring malfunction is any sudden, infrequent, not reasonably prgvantable failure of the monitoring

operation are not malfunctions.
¢) For purposes of calculating data averages, the permittee mus

d)

e)

d) Conduct a flow sensor calibratjon che€k at least semiannually.
4. If the permittee have an operating limsf€ that requires the use of a pressure measurement device, the permittee
must meet the requirements in §63.7525(c) and (e)(1) through (6).
a) Locate the pressure sensor(s) in a position that provides a representative measurement of the pressure.
b) Minimize or eliminate pulsating pressure, vibration, and internal and external corrosion.
¢) Use a gauge with a minimum tolerance of 1.27 centimeters of water or a transducer with a minimum
tolerance of 1 percent of the pressure range.
d) Check pressure tap pluggage daily.
e) Using a manometer, check gauge calibration quarterly and transducer calibration monthly.
f) Conduct calibration checks any time the sensor exceeds the manufacturer’s specified maximum
operating pressure range or install a new pressure sensor.
5. If the permittee have an operating limit that requires the use of a pH measurement device, the permittee
must meet the requirements in §63.7525(c) and (f)(1) through (3).
a) Locate the pH sensor in a position that provides a representative measurement of scrubber effluent pH.
b) Ensure the sample is properly mixed and representative of the fluid to be measured.
¢) Check the pH meter’s calibration on at least two points every 8 hours of process operation.
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6. If the permittee have an operating limit that requires the use of equipment to monitor voltage and secondary
current (or total power input) of an electrostatic precipitator (ESP), the permittee must use voltage and
secondary current monitoring equipment to measure voltage and secondary current to the ESP.

7. If the permittee have an operating limit that requires the use of equipment to monitor sorbent injection rate
(e.g., weigh belt, weigh hopper, or hopper flow measurement device), the permittee must meet the
requirements in §63.7525(c) and (h)(1) through (3).

a) Locate the device in a position(s) that provides a representative measurement of the total sorbent
injection rate.

b) Install and calibrate the device in accordance with manufacturer’s procedures and specifications.

c) At least annually, calibrate the device in accordance with the manufacturer’s procedures and
specifications.

8. If the permittee elects to use a fabric filter bag leak detection system to comply with the requirements of
subpart DDDDD, the permittee must install, calibrate, maintain, and continuously operate a bag leak
detection system as specified in §63.7525(i)(1) through (8).

a) The permittee must install and operate a bag leak detection system fg

exhaust stack of the fabric

filter.
b) Each bag leak detection system must be installed, operated, calih £ ¢d, arid maintained in a manner
consistent with the manufacturer’s written specifications and reconyfendations and in accordance with

the guidance provided in EPA-454/R-98-015, September 1
¢) The bag leak detection system must be certified by the ma apable of detecting
particulate matter emissions at concentrations of 10 mlligrakns per dctual cubic meter or less.
d) The bag leak detection system sensor must provide/ougput of eldti¥€ or absolute particulate matter

loadings.

e) The bag leak detection system must be equip 1 ¢C to continuously record the output signal
from the sensor.

f) The bag leak detection system miust be &g alarm system that will sound automatically
when an increase in relative partje atier eissions over a preset level is detected. The alarm must

g) For positive pressure fabric filter pystgmsjthat do not duct all compartments of cells to a common stack,
a bag leak detection system must Be/insgdlled in each baghouse compartment or cell.

h) Where multiple bag leak detectors argrequired, the system’s instrumentation and alarm may be shared
among detectors.

9. The permittee must monitor and collect data according to §63.7535 and the site specific monitoring plan
required by §63.7505(d).

10. Except for monitor malfunctions, associated repairs, and required quality assurance or control activities
(including, as applicable, calibration checks and required zero and span adjustments), the permittee must
monitor continuously (or collect data at all required intervals) at all times that the affected source is
operating.

11. The permittee may not use data recorded during monitoring malfunctions, associated repairs, or required
quality assurance or control activities in data averages and calculations used to report emission or operating
levels. The permittee must use all the data collected during all other periods in assessing the operation of
the control device and associated control system. Boilers and process heaters that have an applicable carbon
monoxide work practice standard and are required to install and operate a CEMS, may not use data recorded
during periods when the boiler or process heater is operating at less than 50 percent of its rated capacity.

Recordkeeping:
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1.

The permittee must keep records according §63.7555(a)(1) through (3).

a) A copy of each notification and report that the permittee submitted to comply with subpart DDDDD,
including all documentation supporting any Initial Notification or Notification of Compliance Status or
semiannual compliance report that the permittee submitted, according to the requirements in
§63.10(b)(2)(xiv).

b) The records in §63.6(e)(3)(iii) through (v) related to startup, shutdown, and malfunction.

¢) Records of performance tests, fuel analyses, or other compliance demonstrations, performance
evaluations, and opacity observations as required in §63.10(b)(2)(viii).

For each CEMS, CPMS, and COMS, the permittee must keep records according to §63.7555(b)(1) through

(5).

a) Records described in §63.10(b)(2) (vi) through (xi).

b) Monitoring data for continuous opacity monitoring system during a performance evaluation as required
in §63.6(h)(7)(i) and (ii).

c) Previous (i.e., superseded) versions of the performance evaluation plap as required in §63.8(d)(3).

d) Request for alternatives to relative accuracy test for CEMS as requir

e) Records of the date and time that each deviation started and stopped, and

§63.7555(d)(1) through (5).
a) The permittee must keep records of monthly
type(s) of fuel and amount(s) used

of HCl emission rates, using Equa#fon 9 of §63.7530, that were done to demonstrate compliance with the
HCI emission limit. Supporting documentation should include results of any fuel analyses and basis for
the estimates of maximum chlorine fuel input or HCI emission rates. The permittee can use the results
from one fuel analysis for multiple boilers and process heaters provided they are all burning the same
fuel type. However, the permittee must calculate chlorine fuel input, or HCI emission rate, for each
boiler and process heater.
d) A copy of all calculations and supporting documentation of maximum TSM fuel input, using Equation 6
of §63.7530, that were done to demonstrate continuous compliance with the TSM emission limit for
sources that demonstrate compliance through performance testing. For sources that demonstrate
compliance through fuel analysis, a copy of all calculations and supporting documentation of TSM
emission rates, using Equation 10 of §63.7530, that were done to demonstrate compliance with the TSM
emission limit. Supporting documentation should include results of any fuel analyses and basis for the
estimates of maximum TSM fuel input or TSM emission rates. The permittee can use the results from
one fuel analysis for multiple boilers and process heaters provided they are all burning the same fuel
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type. However, the permittee must calculate TSM fuel input, or TSM emission rates, for each boiler and
process heater.

e) A copy of all calculations and supporting documentation of maximum mercury fuel input, using
Equation 7 of §63.7530, that were done to demonstrate continuous compliance with the mercury
emission limit for sources that demonstrate compliance through performance testing. For sources that
demonstrate compliance through fuel analysis, a copy of all calculations and supporting documentation
of mercury emission rates, using Equation 11 of §63.7530, that were done to demonstrate compliance
with the mercury emission limit. Supporting documentation should include results of any fuel analyses
and basis for the estimates of maximum mercury fuel input or mercury emission rates. The permittee
can use the results from one fuel analysis for multiple boilers and process heaters provided they are all
burning the same fuel type. However, the permittee must calculate mercury fuel input, or mercury
emission rates, for each boiler and process heater.

5. If the boiler or process heater is subject to an emission limit or work practice standard in Table 1 to subpart

DDDDD and has a federally enforceable permit that limits the annual capgcity factor to less than or equal to

10 percent such that the unit is in one of the limited use subcategories, the } ittee must keep the records

than or equal to 10 percent.
b) Fuel use records for the days the boiler or process heater wag

6. Records must be in a form suitable and readily available for expadijtious revie®, according to §63.10(b)(1).
7. As specified in §63.10(b)(1), the permittee must keep ea or 5 years following the date of each

measurement, maintenance, corrective action, rg
can keep the records off site for the remaiqing

Reporting:

1. The permittee must submit all ¢ i i $8§63.7(b) and (c), 63.8 (e), (f)(4) and (6), and 63.9 (b)
through (h) that apply to the periittey

2. If the permittee is required to co performance test and must submit a Notification of Intent to conduct

a performance test at least 30 day e performance test is scheduled to begin.

3. If the permittee is required to conduicién initial compliance demonstration as specified in §63.7530(a), the
permittee must submit a Notification of Compliance Status according to §63.9(h)(2)(ii). For each initial
compliance demonstration, the permittee must submit the Notification of Compliance Status, including all
performance test results and fuel analyses, before the close of business on the 60™ day following the
completion of the performance test and/or other initial compliance demonstrations according to
§63.10(d)(2). The notification of Compliance Status report must contain all the information specified in
§63.7545(e)(1) through (9), as applicable.

a) A description of the affected source(s) including identification of which subcategory the source is in, the
capacity of the source, a description of the add-on controls used on the source description of the fuel(s)
burned, and justification for the fuel(s) burned during the performance test.

b) Summary of the results of all performance tests, fuel analyses, and calculations conducted to
demonstrate initial compliance including all established operating limits.

¢) Identification of whether the permittee is complying with the particulate matter emission limit or the
alternative total selected metals emission limit.
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hd

d)

e)
f)

2)

h)

Identification of whether the permittee plans to demonstrate compliance with each applicable emission
limit through performance testing or fuel analysis.

Identification of whether the permittee plans to demonstrate compliance by emissions averaging.

A signed certification that the permittee has met all applicable emission limits and work practice
standards.

A summary of the carbon monoxide emissions monitoring data and the maximum carbon monoxide
emission levels recorded during the performance test to show that the permittee have met any applicable
work practice standard in Table 1 to subpart DDDDD.

If the permittee had a deviation from any emission limit or work practice standard, the permittee must
also submit a description of the deviation, the duration of the deviation, and the corrective action taken
in the Notification of Compliance Status report.

The permittee must submit each report in Table 9 to subpart DDDDD that applies to the permittee.
Unless the Director has approved a different schedule for submission of reports under §63.10(a), the
permittee must submit each report by the date in Table 9 to subpart DDDDD and according to the

requirements in §63.7550(b)(1) through (5).

a)

b)

c)

d)

€)

The compliance report must contain the j

a)
b)

c)
d)

The first compliance report must cover the period beginning o

that occurs at least 180 days after the compliance date that is{specifjedl for'th source in §63.7495.
The first compliance report must be postmarked or delivered ) 31 or January 31,
whichever date is the first date following the end of the firs ar hatfdfter the compliance date that

d€livered no later than July 31 or January 31,
whichever date is the first date following giniannual reporting period.

For each affected source that i j ing T€gulations pursuant to 40 CFR part 70 or 40 CFR
part 71, and if the permitting \ S € ished dates for submitting semiannual reports pursuant
to 40 CFR 70.6(a)(3)(iii)(AY or 4 . (iii)(A), the permittee may submit the first and

according to the dates in §63.¥550(p)(1 ¥through (4).

ormation required in §63.7550(c)(1) through (11).
Company name and address.
Statement by a responsible official with that official’s name, title, and signature, certifying the truth,
accuracy, and completeness of the content of the report.

Date of report and beginning and ending dates of the reporting period.

The total fuel use by each affected source subject to an emission limit, for each calendar month within
the semiannual reporting period, including, but not limited to, a description of the fuel and the total fuel
usage amount with units of measure.

A summary of the results of the annual performance tests and documentation of any operating limits that
were reestablished during this test, if applicable.

A signed statement indicating that the permittee burned no new types of fuel. Or, if the permittee did
burn a new type of fuel, the permittee must submit the calculation of chlorine input, using Equation 5 of
§63.7530, that demonstrates that the source is still within its maximum chlorine input level established
during the previous performance testing (for sources that demonstrate compliance through performance
testing) or the permittee must submit the calculation of HCI emission rate using Equation 9 of §63.7530
that demonstrates that the source is still meeting the emission limit for HCI emissions (for boilers or
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process heaters that demonstrate compliance through fuel analysis). If the permittee burned a new type
of fuel, the permittee must submit the calculation of TSM input, using Equation 6 of §63.7530, that
demonstrates that the source is still within its maximum TSM input level established during the previous
performance testing (for sources that demonstrate compliance through performance testing), or the
permittee must submit the calculation of TSM emission rate using Equation 10 of §63.7530 that
demonstrates that the source is still meeting the emission limit for TSM emissions (for boilers or process
heaters that demonstrate compliance through fuel analysis). If the permittee burned a new type of fuel,
the permittee must submit the calculation of mercury input, using Equation 7 of §63.7530, that
demonstrates that Your source is still within its maximum mercury input level established during the
previous performance testing (for sources that demonstrate compliance through performance testing), or
the permittee must submit the calculation of mercury emission rate using Equation 11 of §63.7530 that
demonstrates that the source is still meeting the emission limit for mercury emissions (for boilers or
process heaters that demonstrate compliance through fuel analysis).

g) If the permittee wish to burn a new type of fuel and the permittee can pot demonstrate compliance with
the maximum chlorine input operating limit using Equation 5 of §63//33Q, the maximum TSM input
operating limit using Equation 6 of §63.7530, or the maximum st put operating limit using

h) If the permittee had a startup, shutdown, or malfunction during thé

the permittee, and there are no deviations fro
DDDDD, a statement that there were no deyag

s, including CEMS, COMS, and CPMS, were out of
at there were no periods during which the CMSs were

standard, the compliance report mugt gontain the information in §63.7550(c)(1) through (10) and the
information required in §63.7550(d)(1) through (4). This includes periods of startup, shutdown, and
malfunction.

a) The total operating time of each affected source during the reporting period.

b) A description of the deviation and which emission limit, operating limit, or work practice standard from
which the permittee deviated.

¢) Information on the number, duration, and cause of deviations (including unknown cause), as applicable,
and the corrective action taken.

d) A copy of the test report if the annual performance test showed a deviation from the emission limit for
particulate matter or the alternative TSM limit, a deviation from the HCI emission limit, or a deviation
from the mercury emission limit.

8. For each deviation from an emission limitation and operating limit or work practice standard in subpart
DDDDD occurring at an affected source where the permittee are using a CMS to comply with that emission
limit, operating limit, or work practice standard, the permittee must include the information in

§63.7550(c)(1) through (10) and the information required in §63.7550(e)(1) through (12). This includes
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periods of startup, shutdown, and malfunction and any deviations from the site-specific monitoring plan as

required in §63.7505(d).

a) The date and time that each malfunction started and stopped and description of the nature of the
deviation (i.e., what the permittee deviated from).

b) The date and time that each CMS was inoperative, except for zero (low level) and high-level checks.

¢) The date, time, and duration that each CMS was out of control, including the information in §63.8(c)(8).

d) The date and time that each deviation started and stopped, and whether each deviation occurred during a
period of startup, shutdown, or malfunction or during another period.

e) A summary of the total duration of the deviation during the reporting period and the total duration as a
percent of the total source operating time during that reporting period.

f) A breakdown of the total duration of the deviations during the reporting period into those that are due to
startup, shutdown, control equipment problems, process problems, other known causes, and other
unknown causes.

g) A summary of the total duration of CMSs downtime during the reporting period and the total duration of
CMS downtime as a percent of the total source operating time during thatreporting period.

h) An identification of each parameter that was monitored at the &

control devices.
1) A brief description of the source for which there was a devig
j) A brief description of each CMS for which there was a devi
ich there was a deviation.
1) A description of any changes in CMSs, processes, e last reporting period for the

source for which there was a deviation.

information concerning deviatiops frQ ¢gmission limit, operating limit, or work practice requirement in
ighce report satisfies any obligation to report the same deviations

in the semiannual monitoring repoxt.
any obligation the affected source
authority.

ave to report deviations from permit requirements to the permit

EU0060 — Boiler 6

Emission . 2004 EIQ
Unit Description Manufacturer/Model # Reference #

Boiler #6, ESP, and Stack, Maximum Design
Rate 980 MMBTU/Hr, Bituminous/ and sub-
bituminous blend coal Date of Manufacture —
EL0060 Primary Fuel — Coal (high or medium sulfur 1967 EP06 (2004)
blended w/ low sulfur),

Secondary Fuel — Natural Gas

PERMIT CONDITION EU0060-001
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10 CSR 10-2.040 Maximum Allowable Emissions of Particulate Matter from Fuel Burning Equipment Used for Indirect Heating

Emission Limitation:

1. The permittee shall not emit particulate matter in excess of 0.15 pounds per million BTU of heat input.

2. The emission unit shall be limited to burning coal (high or medium sulfur blended w/ low sulfur), natural gas, tire
derived fuels, and propane

Operational Limitation/Equipment Specifications:

1. The Electrostatic Precipitator (ESP) shall be equipped with an alarm which indicates failure of the power supply. The
alarm shall be accompanied with a monitoring device which will continuously monitor transformer-rectifier (T-R) set
failure and loss of rapper/vibrator power supply.

2. The ESP shall be operated within the parameters outlined in the operating and maintenance plan when the main boiler
flame is on.

3. An operation and maintenance plan shall be developed in accordance with manufacturer specifications for the ESP.

Monitoring:
1. Periodic monitoring is not required during periods of time greater than ope
2. The permittee shall keep records of all particulate matter stack tests pey
3. The permittee shall monitor four specific parameters to indicate the pe

which the emission unit is operational:

a) Primary and secondary voltage,

b) Primary and secondary current,

¢) Sparking rate, and

d) Number of fields on-line.

ch the source does not operate.
e emission unit.
he ESP once per week during

4. Inspect rapper operation, T-R set operation, plate electrode| lection surfaces for fouling, mechanical
condition of the T-R set, internal structural compo nd /ashleengo®al systems in accordance with the operation
and maintenance plan.

5. The permittee shall take corrective acfion durm 5 s in WITICh operational conditions of the ESP are outside the
parameters established in the opergt § plan. A corrective action includes an investigation of the
reason for the excursion, evaluatign of | eated the excursion and necessary follow-up action to return

measures shall be implemented within eiy plus the period of time until generating capacity is available to

meet consumer demand.

Recordkeeping:
1. The permittee shall maintain a written or electronic copy of all inspections and any action resulting from the

inspection. (see Attachment C — This log or an equivalent created by the permittee must be used to certify compliance
with this requirement.)

All instrument calibration shall be recorded.

Maintain a spare parts inventory by a computerized inventory or other Administrator approved management system.
The permittee shall maintain a record of the initial stack testing and any other subsequent testing or test information
for particulate matter required from this rule.

The permittee shall maintain records of any monitoring or control equipment malfunctions.

All records shall be maintained for five years. These records shall be made available immediately for inspection to
the Department of Natural Resources’ personnel upon request.

Sl el N

oW

Reporting:

1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson City,
MO 65102, no later than ten days after the permittee determined that the emission unit(s) exceeded the emission
limitation(s) and/or operating parameter range listed above.
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2. Reports of any deviations from monitoring other than the operating parameter range, recordkeeping and reporting
requirements of this permit condition shall be submitted semiannually, in the semi-annual monitoring report and
annual compliance certification, as required by Section IV of this permit.

PERMIT CONDITION EU0060-002

10 CSR 10-6.220 Restriction of Emissions of Visible Air Contaminants

Emission Limitation:

1. No owner or other person shall cause or permit emissions to be discharged into the atmosphere from any
existing source any visible emissions with an opacity greater than 20%.

2. Exception: A person may discharge into the atmosphere from any source of emissions for a period(s)
aggregating not more than six (6) minutes in any 60 minutes air contaminants with an opacity up to 60%.

Monitoring:
1. The permittee shall conduct opacity readings on this emission unit using
USEPA Test Method 22. At a minimum, the observer should be trained

\e procedures contained in
ynowledgeable about the

effects on visibility of emissions caused by background contrast, 3 ighfing, observer position relative
to lighting, wind and the presence of uncombined water. Readinygs quired when the emission unit
is operating and when the weather conditions allow. If no visibl en\signifigant emissions are
observed using these procedures, then no further observations For emission units with

a) Weekly observations shall be conducted for a ' ightt consecutive weeks after permit
issuance. Should no violation of this reguja gd during this period then-

b) Observations must be made once e a period of eight weeks. If a violation is
noted, monitoring reverts to we . o\violation of this regulation be observed during this

period then-
¢) Observations must be made\once . \f a violation is noted, monitoring reverts to weekly.
3. If the source reverts to weekly monitdying ny time, monitoring frequency will progress in an identical

Recordkeeping:

1. The permittee shall maintain records of all observation results (see Attachment B1 or B2), noting:
a) Whether any air emissions (except for water vapor) were visible from the emission units,
b) All emission units from which visible emissions occurred, and
¢) Whether the visible emissions were normal for the process.

2. The permittee shall maintain records of any equipment malfunctions. (see Attachment B3)

3. The permittee shall maintain records of any Method 9 test performed in accordance with this permit
condition. (see Attachment B4)

4. Attachments B1 or B2, B3 and B4 contain logs including these recordkeeping requirements. These logs, or
an equivalent created by the permittee, must be used to certify compliance with this requirement.

5. These records shall be made available immediately for inspection to Department of Natural Resources
personnel upon request.

6. All records shall be maintained for five years.
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Reporting:
1. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176,

Jefferson City, MO 65102, no later than ten days after the permittee determined using the Method 9 test that
the emission unit(s) exceeded the opacity limit.

Reports of any deviations from monitoring, recordkeeping and reporting requirements of this permit
condition shall be submitted semiannually, in the semi-annual monitoring report and annual compliance
certification, as required by Section IV of this permit.

Permit Condition EU0060-003

10 CSR 10-6.260"
Restriction of Emission of Sulfur Compounds
Consent Agreement

Emission Limitation:

1.

The permittee shall not cause or allow emissions of sulfur dioxide¢/intg the atglosphere from any indirect

contributes to concentrations exceeding those specified in
No person shall cause or permit the emission of sulfur unds fk
contributes to concentrations exceeding those specified i AIS

any source which causes or
6.010 Ambient Air Quality Standards.

Pollutant Concentratlon by Volun;e Remarks

) N\

ete Annual arithmetic mean

S .. K 2 ) W | 24-hour average not to be
ulfur Dioxide
0.14 ppm (365 u exceeded more than once per
(S02)

year
3-hour average not to be
0.5 ppm (1300 /m?) exceeded more than once per
year
La-hour average not to be
exceeded over 2 times per year
La-hour average not to be
0.03 ppm (42 pg/m’) exceeded over 2 times in any 5
consecutive days
24-hour average not to be
10 g/m3 exceeded more than once in any
Sulfuric Acid 90 consecutive days
(H2SO4)

0.05 ppm (70 pg/m?)

Hydrogen
Sulfide (H2S)

' 10 CSR 10-6.260(4) of August 30, 1996 version and 10 CSR 10-6.260(3)(B) of May 30, 2004 version is state-only.
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1-hour average not to be
30 u g/m3 exceeded more than once in any
2 consecutive days

Operational Limitation/Equipment Specifications:

1.

2.

3.

The emission unit shall be limited to fuel oil with a sulfur content of no more than 0.05% sulfur by weight
(Consent Agreement)

The emission unit shall be limited to coal (high or medium sulfur blended w/low sulfur), natural gas and
Propane (Consent Agreement).

Propane may be burned in place of No. 2 oil or coal for Boiler #6, for light off and flame stabilization
during periods of natural gas curtailment and for testing of the propane combustion system.

Monitoring:

1.

Compliance monitoring for the 24-hour daily average for Boiler #6 consists of the following procedures.
The 24-hour daily block average is defined as a midnight to midnight blgck pyerage, which includes SO2
emission rates for only the hours during which the unit was operatin a¥iable table located in
Appendix 1 should be used when making these calculations:

> (#Sozj
hour =1

hour

< 1400 (mj (Co

hour

Zi:w:l (OPerating time hours)

Compliance with the emission ratg/6f 1,400\b /hr for boiler #6 will be determined by the continuous
iy operated in accordance with 40 CFR Part 75
t recordkeeping sheet shall be used to record all

kept on file at the Installation for a pe#fod of five years from the date of sampling. (Consent Agreement)
The permittee shall maintain an accurate record of the sulfur content of fuel used. The installation shall
maintain records of the amount of fuel burned (natural gas or fuel oil) and verify the sulfur content (see
Attachments D and E). Fuel purchase receipts, analyzed samples or certifications that verify the fuel type
and sulfur content will be acceptable.

If the requirements of condition 4 can not be met, then compliance to the emission limitations shall be
determined by source testing. The heating value of the fuel shall be determined as specified in 10 CSR 10-
6.040(2). Source testing to determine compliance shall be performed as specified in 10 CSR 10-6.030(6).
The actual heat input shall be determined by multiplying the heating value of the fuel by the amount of fuel
burned during the source test period.

Other methods approved by the permitting agency in advance may be used to verify compliance.

Recordkeeping:
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1. If monitoring option 4 is used to verify compliance, then the permittee shall maintain records on the
premises of the analysis of all fuel used which shows weight percentage of sulfur in the fuel. Fuel purchase
receipts, analyzed samples or certifications that verify the fuel type and sulfur content will be acceptable.

2. Attachments D and E contain logs including these recordkeeping requirements. These logs, or an equivalent
created by the permittee, must be used to certify compliance with this requirement.

3. If monitoring option 5 is used to verify compliance, then the permittee shall maintain records on the
premises of all source testing performed.

4. These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.

5. All records shall be maintained for five years.

Reporting:

The permittee shall report to the Air Pollution Control Enforcement Section, P.O. Box 176, Jefferson City, MO
65102, no later than ten days after any exceedance of the emission limit or syl ontent limit established by 10
CSR 10-6.260, or any malfunction which causes an exceedance.

Permit Condition EUOO 0
10 CSR 10-6.270
Acid Rain Source Permits Required

Emission Limitation: &

The permittee shall obtain an Acid Rain Source Pg for poil pursuant to Title IV of the Clean Air Act.
The permittee submitted a Phase II per on Decepaber 20, 1995 under 10 CSR 10-6.270, "Acid
Rain Source Permits Required.” Nitre id¥ and Sulfur dioxide (SO,) limitations are referenced in
IDNR permit #0P2006-048, ORIS Code 2098) was

Monitoring/Recordkeeping:
The permittee shall retain the most cu
immediately make such permit availablg
request.

0 any Missouri Department of Natural Resources’ personnel upon

Permit Condition EU0060-005

10 CSR 10-6.350
Emission Limitations and Emissions Trading of Oxides of Nitrogen

Emission Limitation:

1. Beginning May 1, 2004, the permittee shall limit emissions of NOx from boiler #6 to the rate of 0.68 1bs.
NOx /million British thermal units (mmBtu) of heat input during the control period, provided that the unit is
a cyclone EGU and burns tire-derived fuel in a quantity of at least 100,000 PTEs per year.

2. In lieu of complying with the above emission limit, the permittee may comply through the NOx emissions
trading program under 10 CSR 10-6.350(3)(B).

* The period beginning May 1 of a calendar year and ending on September 30 of the same calendar year.
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a) Compliance with 10 CSR 10-6.350 shall not relieve the permittee of the responsibility to comply fully with
applicable provisions of the Air Conservation Law and rules or any other requirements under local, state or
federal law. Specifically, compliance with 10 CSR 10-6.350 shall not violate the permit conditions previously
established under 10 CSR 10-6.060 or 10 CSR 10-6.065.

Banking/Trading:

1.

NOx authorized account representative.

a) Each affected unit shall have only one NOx authorized account representative with respect to all matters
under the NOx trading program. Each affected unit may have only one alternate NOx authorized account
representative who may act on behalf of the NOx authorized account representative.

b) A NOx authorized account representative may be responsible for multiple units at an installation or
within a system of installations with the same owner.

¢) The department will act on a valid submission made on behalf of the permittee of an affected unit only if
the submission has been made, signed and certified by the NOx authorized account representative or the
alternate NOx authorized account representative.

Control Period NOx Allowances.

a) By October 31 following each control period, each NOx authgfized accognt representative shall submit
to the department the actual total control period heat input and actty 0 emlssmn rate in a

b) By November 15th following each control per10d the depar will issuea notice to each NOx

. umyt sfall have sufficient NOx allowances in

a) The NOx allowances are avallable to be de 2d for compliance with a umt s NOx emissions limitation

b) The NOy authorized account teprésedtative may identify by serial number the NOy allowances to be
deducted from the unit's compliance ag€ount under 10 CSR 10-6.350(3)(B)4.B., (3)(B)4.D., or
(3)(B)4.E. Such identification Will#e made in the compliance certification report submitted in
accordance with 10 CSR 10-6.350(4)(A)1.

NOx allowances may be banked for future use or transfer into a compliance account or an overdraft account,

as follows:

a) Any NOgx allowance that is held in a compliance account or an overdraft account, will remain in such
account until the NOyx allowance is deducted or transferred under 10 CSR 10-6.350(3)(B)4 — (3)(B)7.

b) The director will designate, as a banked NOx allowance, any NOx allowance that remains in a
compliance account or an overdraft account after the director has made all deductions for a given control
period from the compliance account or overdraft account pursuant to 10 CSR 10-6.350(3)(B)4.

Each year, starting in 2005, after the director has completed the designation of banked NOx allowances

under 10 CSR 10-6.350(3)(B)5.A.(II) and before May 1 of the year, the department will determine the

? Close of business on December 31 following the control period or, if December 31 is not a business day, close of

business on the first business day thereafter and is the deadline by which NOx allowances may be submitted for recording
in an affected unit’s compliance account, or the overdraft account of the installation where the unit is located.
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extent to which banked NOx allowances may be used for compliance in the control period for the current
year.

6. Banked NOx allowances made available for use in 10 CSR 10-6.350(3)(B)5.B.(II) and (3)(B)5.B.(Il) may
be traded from the control region for which 10 CSR 10—6.350(3)(A)3.4 and (3)(A)4.5 are applicable to the
control region for which 10 CSR 10—6.350(3)(A)1.6 is applicable on a one and one-half to one (1.5:1) basis.

7. Banked NOx allowances made available for use in 10 CSR 10-6.350(3)(B)5.B.(II) and (3)(B)5.B.(III) may
be traded from the control region for which 10 CSR 10—6.350(3)(A)1.4, (3)(A)32. and (3)(A)4.3 are
applicable to the control region for which 10 CSR 10-6.350(3)(A)2.” is applicable on a one and one-half to
one (1.5:1) basis.

8. Banked NOy allowances made available for use in 10 CSR 10-6.350(3)(B)5.B.(II) and (3)(B)5.B.(Il) may
be traded on a one to one (1:1) basis unless otherwise specified in 10 CSR 10-6.350(3)(B)5.B.(IV)(b) and
(3)(B)5.B.(IV)(c).

Monitoring:

1. Compliance shall be measured during the control period.

2. All valid data shall be used for calculating NOx emissions rates.

3. Any coal-affected unit subject to this rule shall install, certify, op¢
and diluent CEMS pursuant to the requirements in 40 CFR part ¥

pin, and quality assure a NOx

Recordkeeping:

1. The permittee shall maintain records of the following:
a) Total fuel consumed during the control period;
b) The total heat input for each emissions unit dugt
c) Reports of all stack testing conducted to meey thd yfs of 10 CSR 10-6.350;
d) All other data collected by a CEMSne e monitoring data to the units of the

e) All performance evaluationsCongdemsted i\ th

f) All monitoring device calibratiok

g) All monitoring system, monjtoring devicg performance testing measurements;

h) Records of adjustments and maintaaancg performed on monitoring systems and devices; and

i) A log identifying each period quri
zero (0) and span checks, and t
operative.

j) Total number of PTEs burned per year.

2. All records must be kept on-site for a period of five years and made available to the department upon
request.

e gature of the repairs and adjustments performed to make the system

Reporting:

* Cyclone EGUs located in the counties of Buchanan, Jackson, Jasper or Randolph.

> EGUs, other than cyclone EGUs, located in any county not identified in paragraph (3)(A)1. or (3)(A)2. of 10-6.350.

® EGUs located in the counties of Bollinger, Butler, Cape Girardeau, Carter, Clark, Crawford, Dent, Dunklin, Gasconade,
Iron, Lewis, Lincoln, Madison, Marion, Mississippi, Montgomery, New Madrid, Oregon, Pemiscot, Perry, Phelps, Pike,
Ralls, Reynolds, Ripley, St. Charles, St. Francois, Ste. Genevieve, Scott, Shannon, Stoddard, Warren, Washington and
Wayne.

7 EGUs located in the City of St. Louis and the counties of Franklin, Jefferson and St. Louis.



Lake Road Plant Part 70 Operating Permit 52
Installation ID: 021-0004 Project No. 0520-0004-020

1. Each unit must submit an account certificate of representation no later than January 1, 2004 or December 31
of the year in which 10 CSR 10-6.350 becomes applicable for units installed after January 1, 2004.

2. Projected NOx allowances.

a) By March 1, 2004, the NOx authorized account representative for each affected unit shall submit to the
department a report containing the following:
i) The projected control period NOx emission rate for each affected unit;
i1) The average of the three (3) most recent control period heat inputs, unless those three (3) periods are
not representative of normal operation; and
ii1) A plan identifying the methodology for compliance with the emission limitations of 10 CSR 10-
6.350.
b) The department will review each report and make any amendments within 15 working days.
¢) The department will develop a summary of projected NOx allowances on a unit by unit and statewide
basis for distribution on or before May 1 of each year.

3. NOx authorized account representatives must request all of the ERCs needed from the compliance set-aside
account for the 2004 and 2005 control periods by February 28, 2004. The equest for ERCs shall include
the following information:

a) The owner and operator;
b) The NOx authorized account representative;

¢) The NOx unit identification number and name;

d) The number of ERCs being requested; and

e) The overdraft or compliance account number.

nit, the NOx authorized account representative shall notify

the department in writing of such\chang€ inghe NOx opt-in unit’s regulatory status within 30 days of such
change.

6. A compliance certification report for gdch affected unit shall be submitted to the department by October 31
following each control period. The report shall include:

a) The owner and operator;

b) The NOx authorized account representative;

¢) NOx unit name, compliance and overdraft account numbers;

d) NOx emission rate limitation (Ib/mmBtu);

e) Actual NOx emission rate (Ib/mmBtu) for the control period;

f) Actual heat input (mmBtu) for the control period. The unit’s total heat input for the control period in
each year will be determined in accordance with 10 CSR 10-6.350(5);

g) Actual NOx mass emissions (tons) for the control period.

7. Any unit with valid continuous emission monitoring system (CEMS) data for the control period must use
that data to determine compliance with the provisions of this rule. The permittee which performs non-CEMS
testing to demonstrate compliance of a unit subject to 10 CSR10-6.350(3) shall submit:

a) A control period report identifying monthly fuel usage and monthly total heat input by December 31 of
the same year as the control period; and
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b) A written report of all stack tests completed after controls are effective to the department within 60 days
after completion of sample and data collection.

8. The permittee shall report to the Air Pollution Control Program Enforcement Section, P.O. Box 176, Jefferson City,
MO 65102, no later than ten days after any exceedance of any of the terms imposed by this regulation, or any
malfunction which causes an exceedance of this regulation.

EU0070 — Gas Turbine 5 (Combustion Turbine5)
Enlljflsilton Description Manufacturer/Model # Rze(;gjefgg 4
Gas Turbine #5, Stack & waste heat boiler #7,
Gas Turbine, Maximum Design Rate (Million Date of Manufacture —
EU0070 Btu/Hr) 867 1974 EPO7 (2004)
Primary Fuel — Natural Gas
Secondary Fuel — No. 2 Fuel Oil
PERMIT CONDITION EU0070-001{ V%
10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds, %
May 25, 2001 Consent Agreement

Emission Limitation: v\p

1. The permittee shall not cause or allow emissions of sulfur diexid€\into the atosphere from any indirect
heating source in excess of 0.0511 pounds of sulfur dioxi illion BTUs actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement)

2. No person shall cause or permit the emission of s rom any source which causes or

contributes to concentrations exceeding those 10-6.010 Ambient Air Quality Standards.

Pollutant Concentratlon by Volume Remarks
0.03 parts 10
(80 microgkams per ¢ Annual arithmetic mean
(ng/m’))
Sulfur Dioxide 24-hour average not to be
0.14 ppm (36 g/ exceeded more than once per
(S02)
year
3-hour average not to be
0.5 ppm (1300 pg/m?) exceeded more than once per
year
1y
0.05 ppm (70 g /m3) l2-hour average npt to be
exceeded over 2 times per year
Hydrogen ]
Sulfide (H,S) X L2-hour average not to be
0.03 ppm (42 pg/m”) exceeded over 2 times in any 5
consecutive days
24-hour average not to be
10 pg/m’ exceeded more than once in any
Sulfuric Acid 90 consecutive days
(H2S04)
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1-hour average not to be
30 u g/m3 exceeded more than once in any
2 consecutive days

Operational Limitation/Equipment Specifications:

1. The emission unit shall be limited to fuel oil with a sulfur content of no more than 0.05% sulfur by weight.
(Consent Agreement)

2. The emission units shall be limited to natural gas, No. 2 fuel oil. (Consent Agreement)

Monitoring/Recordkeeping:

1. The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight. (Consent Agreement)

2. Fuel purchase receipts, analyzed samples or certifications that verify the fuel type and sulfur content will be
acceptable. If this cannot be accomplished then compliance to the emissign limitations shall be determined
by source testing and shall be accomplished as specified in 10 CSR 10-6/0%046) for sulfur dioxide emissions
and 10 CSR 10-6.040 for measuring ambient sulfur compound conge i Other methods approved by
the staff director in advance may be used.

3. These records shall be made available immediately for inspectio
personnel upon request.

4. All records shall be maintained for five years.

Ment of Natural Resources'

Reporting:
1. The following deliverables are to be submitted to thg ]

fuel was charged to boilery
(Consent Agreement)
2. The permittee shall report any change of

@iel type to the Air Pollution Control Enforcement Section, P.O.
Box 176, Jefferson City, MO 6510} in ten (10) days of the switch of fuel types.

3. The permittee shall report to the Air Pollution Control Enforcement Section no later than ten (10) days after
any exceedance of 10 CSR 10-6.260 demonstrated by the appropriate recordkeeping forms.

Permit Condition EU0070-002

10 CSR 10-6.350
Emission Limitations and Emissions Trading of Oxides of Nitrogen

Emission Limitation:

1. In order to qualify for the exemption under 10 CSR 10-6.350(1)(B)2., the permittee shall operate emission
unit 0070 less than 400 hours per control period2 averaged over the three most recent years of operation.

2. Compliance with this rule shall not relieve the permittee of the responsibility to comply fully with applicable
provisions of the Air Conservation Law and rules or any other requirements under local, state or federal law.

* The period beginning May 1 of a calendar year and ending on September 30 of the same calendar year.
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Specifically, compliance with this rule shall not violate the permit conditions previously established under 10 CSR
10-6.060 or 10 CSR 10-6.065.

Monitoring:
1. The permittee shall install and operate a non-resettable hour meter or determine the hours of operation for

emission unit 0070 during the control period.

Recordkeeping:
1. The permittee shall maintain records of the total operating hours during which fuel is consumed for
emission unit 0070 during the control period.

Reporting:
1. If the exemption limit above is exceeded, the exemption shall not apply and the permittee must notify the

staff director or designee within 30 days.
2. If the permittee can demonstrate to the staff director or designee that the £Xemption limit was exceeded due
to emergency operations or uncontrollable circumstances, the ex%o shallfapply.

EU0080 and EU0090 — No. 6 Jet Engine (Combustion Tu iné’ d 7 Jet Engine
(Combustion Turbine 7)

EIIIHJ;SiltOl’l Description Manufacturer/Model # Rze(;gjefgg 4
EU0080 — No. 6 Jet Engine, 275 Million \/
BTU/Hr
EU0080 and | EUO090 — No. 7 Jet Engine, 296 Mjllio é? e of Manufacture — EPOS8 and
EU 0090 BTU/Hr 1968 EP09 (2004)
Primary Fuel — No. 2 Ex€l Oil
Secondary Fuel — Natur

G GAY

10 CSR 10-6.060

Construction Permit Required #0

Permit\io ition EUD080-001 and EU0090-001
190-009

Emission Limitation:

The permittee must operate Jet Turbines #6 and #7 in such a manner that their combined emissions are below
the deminimis annual rates (NO2 = 40.0 tons, SO2 = 40.0 tons, VOC = 40.0 tons, CO = 100.0 tons, PM10 15.0
tons) (Special Condition #1)

Monitoring/Recordkeeping:

The permittee is required to demonstrate, on an annual basis that the Jet Turbines #5 and #6, in conjunction,
operate at annual pollutant emission rates which are below the respective deminimis annual rates. This
demonstration shall be in the form of an annual compliance report submitted to the Air Pollution Control
Program. (Special Condition #2)

Reporting:

1) The permittee shall submit to the Air Pollution Control Program an annual report based on the amount (gallons of No.
2 fuel oil and cubic feet of natural gas) of fuel consumed. The annual report shall be submitted by the 30th day of
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January, and contain information for the immediately preceding calendar year. This report shall include the values of
the annual emission levels of sulfur dioxide and nitrogen oxides (expressed as nitrogen dioxide), and shall include the
data, calculations, and emission factors used to determine and substantiate the values of these emission levels (Special
Condition #2).

2) The permittee, shall report to the Air Pollution Control Program’s Enforcement Section, P.O. Box 176, Jefferson City,
MO 65102, no later ten (10) days after the end of the month, if records indicate that emissions from the turbines
exceed the allowed emission rates.

PERMIT CONDITION EU0080-2 and EU0090-002

10 CSR 10-6.260 Restriction of Emission of Sulfur Compounds,
May 25, 2001 Consent Agreement

Emission Limitation:

1. The permittee shall not cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 0.0511 pounds of sulfur dioxide per million BT Us actual heat input averaged on
a 24-hour daily block average basis (Consent Agreement).

2. No person shall cause or permit the emission of sulfur compounds
contributes to concentrations exceeding those specified in 10 CS ‘010 Ambient Air Quality Standards.

Pollutant Concentration by Volume Remarks
0.03 parts per million (ppm) s
(80 micrograms per cubic meter f{lﬁa}a\it metic mean
(ng/m’))
.. r aygrage not to be
(Ssu (ljf;)r Dioxide 0.14 ppm (365 pg/m?) ’gz more than once per
ear

3Thour average not to be
0.5 ppm (1 5 exceeded more than once per
year

3 La-hour average not to be
0.05 ppm (7 pg/ exceeded over 2 times per year

I;lﬁifgfigz S) La-hour average npt to l?e
0.03 ppm (42 u ) exceeded over 2 times in any 5
consecutive days
24-hour average not to be
10 g/m3 exceeded more than once in any
Sulfuric Acid 90 consecutive days
(H,SOy4) I-hour average not to be
30 ug/m’ exceeded more than once in any

2 consecutive days

Operational Limitation/Equipment Specifications:
The emission unit shall be limited to NO. 2 fuel oil with a sulfur content of no more than 0.05% sulfur by
weight and pipeline grade natural gas. (Consent Agreement)

Monitoring/Recordkeeping:
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1. The permittee shall maintain an accurate record of the fuel type used verifying a sulfur content less than
0.05% by weight. (Consent Agreement)

2. Fuel purchase receipts, analyzed samples or certifications that verity the fuel type and sulfur content will be
acceptable. If this cannot be accomplished then compliance to the emission limitations shall be determined
by source testing and shall be accomplished as specified in 10 CSR 10-6.030(6) for sulfur dioxide emissions
and 10 CSR 10-6.040 for measuring ambient sulfur compound concentrations. Other methods approved by
the staff director in advance may be used.

3. These records shall be made available immediately for inspection to the Department of Natural Resources'
personnel upon request.

4. All records shall be maintained for five years.

Reporting:
1. The following deliverables are to be submitted to the MDNR Air pollution Control Program, Enforcement

Section on a quarterly basis no later than 30 days after the end of the previous quarter:
a) Fuel certification shall consist of the following:
i.  Submittal of a supplier Certificate for fuel oil sulfur content (sc§
completed by the fuel supplier and certifies the fuel is co
ii. Submittal of a Certificate of Fuel Sulfur Content (see App¢
fuel was charged to boilers 1-4 and combustion turbines 5
(Consent Agreement)
2. The permittee shall report any change of fuel type to the
Box 176, Jefferson City, MO 65101 within ten (10) days

3. The permittee shall report to the Air Pollution Co
any exceedance of 10 CSR 10-6.260 demonstr?ng

Jix 1). The certificate is
Con§ent Agreement)

Thif egrtifies that only compliant
d'shall be cgmpleted by Aquila.

(ontrol Enforcement Section, P.O.

gt fuel types.

ment Section no later than ten (10) days after
ate recordkeeping forms.

EU0260X, EU0260B,\EU0270A and EU0270B
Mechanical di amha ersylocated on top of the Fly Ash Silo
Bin Veént Flter$ logated on top of the Fly Ash Silo
\\/ /]
\(‘ EU0260A
Mechanical dischirgg exhauster located on top of the Fly Ash Silo
General Description: Ash is discharged into the silo and the clean air to the in-line filters then to the
mechanical exhausters.
Manufacturer/Model #: United conveyor co.
EIQ Reference # (Year): 2000
EU0260B
Mechanical discharge exhauster located on top of the Fly Ash Silo
General Description: Ash is discharged into the silo and the clean air to the in-line filters then to the
mechanical exhausters.
Manufacturer/Model #: N/A
EIQ Reference # (Year): 2000
EU0270A
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Bin Vent Filter Located on top of the Fly Ash Silo

General Description: This vent will filter air displaced by the incoming ash in the Fly Ash Silo, MHDR-6
ton/hr
Manufacturer/Model #: United conveyor Co.
EIQ Reference # (Year): 2000
EU0270B
Bin Vent Filter Located on top of the Fly Ash Silo
General Description: This vent will filter air displaced by the incoming ash in the Fly Ash Silo, MHDR-5
ton/hr
Manufacturer/Model #: United conveyor Co.
EIQ Reference # (Year): 2000
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Permit Conditions EU0260A-001, EU0260B-001, EU0270A-001 and EU0270B-001

10 CSR 10-6.060

Construction Permits Required
10 CSR 10-6.220

Restriction of Emissions of Visible Air Contaminants
Construction Permit # 0196-011

Operational Limitation:

All emission controls including bin vent filter and filter/Separator proposed — in this permit application shall be
well maintained and used as required to comply with the applicable regulations at any time this installation is in
operation.(Special Condition # 1)

Emission Limitation:
No person may discharge into the ambient air from any single source of emisgion whatsoever, any air
contaminant:
e Of a shade or density equal to or darker than that designated 20%
e Of an opacity as to obscure an observer’s view to a degree equal(to d
20% opacity.
Exception: A person may discharge into the atmosphere from any §
aggregating not more than six (6) minutes in any sixty (60) mipute

emissions perceived or believed to\exceegd the applicable opacity standard, the source representative would
then conduct a Method 9 observatiogAising a certified Method 9 observer.
2) The following monitoring schedule must be maintained:

a) Weekly observations shall be conducted for a minimum of eight (8) consecutive weeks after permit
issuance. Should no violation of this regulation be observed during this period then-

b) Observations must be made once every two weeks for a period of eight (8) weeks. If a violation is
noted, monitoring reverts to weekly. Should no violation of this regulation be observed during this
period then-

¢) Observations must be made once per month. If a violation is noted, monitoring reverts to weekly.

3) If the source reverts to weekly monitoring at any time, monitoring frequency will progress in an identical
manner from the initial monitoring frequency.

Recordkeeping:
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1) The permittee shall maintain records of all observation results (see Attachment B and B1), noting:
a) Whether any air emissions (except for water vapor) were visible from the emission units,
b) All emission units from which visible emissions occurred, and
¢) Whether the visible emissions were normal for the process.
2) The permittee shall maintain records of any equipment malfunctions.
3) The permittee shall maintain records of any Method 9 opacity test (see attachment E) performed in
accordance with this permit condition.

Reporting:

The permittee shall report to the Air Pollution Control Enforcement Section, P.O. Box 176, Jefferson City, MO
65102, no later than ten (10) days after any exceedance of the opacity limit established by 10 CSR 10-6.220, or
any malfunction which could cause an opacity exceedance.
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IV. Core Permit Requirements

The installation shall comply with each of the following requirements. Consult the appropriate sections in the
Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the applicable
requirements. All citations, unless otherwise noted, are to the regulations in effect as of the date that this permit
is issued.

| 10 CSR 10-6.050 Start-up, Shutdown and Malfunction Conditions |
1) In the event of a malfunction, which results in excess emissions that exceed one hour, the permittee shall
submit to the director within two business days, in writing, the following information:
a) Name and location of installation;
b) Name and telephone number of person responsible for the installation;
¢) Name of the person who first discovered the malfunction and precise time and date that the malfunction
was discovered.
d) Identity of the equipment causing the excess emissions;
e) Time and duration of the period of excess emissions;
f) Cause of the excess emissions;
g) Air pollutants involved;
h) Best estimate of the magnitude of the excess emissions exprgssed

i) Measures taken to mitigate the extent and duration of the
j) Measures taken to remedy the situation that causeg

2) The permittee shall submit the paragraph 1 infe
any maintenance, start-up or shutdoyai, which is expected

l6éwn, the director shall be notified verbally as soon as

later than the close of business of the following working day.

A written notice shall follow withyn teri wofking days.

3) Upon receipt of a notice of excess ¢miggfons issued by an agency holding a certificate of authority under
section 643.140, RSMo, the permitte€ may provide information showing that the excess emissions were the
consequence of a malfunction, start-up or shutdown. The information, at a minimum, should be the
paragraph 1 list and shall be submitted not later than 15 days after receipt of the notice of excess emissions.
Based upon information submitted by the permittee or any other pertinent information available, the director
or the commission shall make a determination whether the excess emissions constitute a malfunction, start-
up or shutdown and whether the nature, extent and duration of the excess emissions warrant enforcement
action under section 643.080 or 643.151, RSMo.

4) Nothing in this rule shall be construed to limit the authority of the director or commission to take
appropriate action, under sections 643.080, 643.090 and 643.151, RSMo to enforce the provisions of the Air
Conservation Law and the corresponding rule.

5) Compliance with this rule does not automatically absolve the permittee of liability for the excess emissions
reported.

| 10 CSR 10-6.060 Construction Permits Required |

The permittee shall not commence construction, modification, or major modification of any installation subject
to this rule, begin operation after that construction, modification, or major modification, or begin operation of
any installation which has been shut down longer than five years without first obtaining a permit from the
permitting authority.
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| 10 CSR 10-6.065 Operating Permits |
The permittee shall file a complete application for renewal of this operating permit at least six months before
the date of permit expiration. In no event shall this time be greater than eighteen months. [10 CSR 10-
6.065(6)(B)1.A(V)] The permittee shall retain the most current operating permit issued to this installation on-
site. [10 CSR 10-6.065(6)(C)1.C(II)] The permittee shall immediately make such permit available to any
Missouri Department of Natural Resources personnel upon request. [10 CSR 10-6.065(6)(C)3.B]

‘ 10 CSR 10-6.110 Submission of Emission Data, Emission Fees and Process Information ‘

1) The permittee shall complete and submit an Emission Inventory Questionnaire (EIQ) in accordance with the
requirements outlined in this rule.

2) The permittee shall pay an annual emission fee per ton of regulated air pollutant emitted according to the
schedule in the rule. This fee is an emission fee assessed under authority of RSMo. 643.079 to satisfy the
requirements of the Federal Clean Air Act, Title V.

3) The fees shall be due April 1 each year for emissions produced during the
shall be payable to the Department of Natural Resources and shal
Inventory Questionnaire (EIQ) form or equivalent approved by

ious calendar year. The fees
ied by the Emissions

[ 10 CSR 10-6.130 Controlling Emissions During Episodes of High Aiy Pollutigfi Potential
This rule specifies the conditions that establish an air pollutio llow/orange/red/purple), or emergency
(maroon) and the associated procedures and emission reducfon.objectives {dr dealing with each. The permittee
shall submit an appropriate emergency plan if required by/thef Digectdy.

| 10 CSR 10-6.150 Circumvention SN e [ Y]

The permittee shall not cause or permit the indtallation\or use_ofany device or any other means which, without
resulting in reduction in the total amo(nt of air amipant emitted, conceals or dilutes an emission or air
contaminant which violates a rule ¢f th¢’Missour] Ayr Cénservation Commission.

10 CSR 10-6.170 Restriction of lﬁrtie&lﬂy[atter to the Ambient Air Beyond the Premises of
Origin

1) The permittee shall not cause or allpw 46 occur any handling, transporting or storing of any material;
construction, repair, cleaning or dentolition of a building or its appurtenances; construction or use of a road,
driveway or open area; or operation of a commercial or industrial installation without applying reasonable
measures as may be required to prevent, or in a manner which allows or may allow, fugitive particulate
matter emissions to go beyond the premises of origin in quantities that the particulate matter may be found
on surfaces beyond the property line of origin. The nature or origin of the particulate matter shall be
determined to a reasonable degree of certainty by a technique proven to be accurate and approved by the
director.

2) The permittee shall not cause nor allow to occur any fugitive particulate matter emissions to remain visible
in the ambient air beyond the property line of origin.

3) Should it be determined that noncompliance has occurred, the director may require reasonable control
measures as may be necessary. These measures may include, but are not limited to, the following:
a) Revision of procedures involving construction, repair, cleaning and demolition of buildings and their

appurtenances that produce particulate matter emissions;

b) Paving or frequent cleaning of roads, driveways and parking lots;
c) Application of dust-free surfaces;
d) Application of water; and
e) Planting and maintenance of vegetative ground cover.
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‘ 10 CSR 10-6.180 Measurement of Emissions of Air Contaminants

1)

2)

3)

The director may require any person responsible for the source of emission of air contaminants to make or
have made tests to determine the quantity or nature, or both, of emission of air contaminants from the
source. The director may specify testing methods to be used in accordance with good professional practice.
The director may observe the testing. All tests shall be performed by qualified personnel.

The director may conduct tests of emissions of air contaminants from any source. Upon request of the
director, the person responsible for the source to be tested shall provide necessary ports in stacks or ducts
and other safe and proper sampling and testing facilities, exclusive of instruments and sensing devices as
may be necessary for proper determination of the emission of air contaminants.

The director shall be given a copy of the test results in writing and signed by the person responsible for the
tests.

| 10 CSR 10-2.100 Open Burning Restrictions |

1)
2)

3)

4)

5)

The permittee shall not conduct, cause, permit or allow a salvage operatioR, the disposal of trade wastes or
burning of refuse by open burning.

Exception - Open burning of trade waste or vegetation may be pern
open burning is the only feasible method of disposal or an emer
Any person intending to engage in open burning shall file a requ
shall include the following:
a) The name, address and telephone number of the person s

Wwhen it can be shown that
hich requires open burning.

released to the atmosphere where known;
b) The schedule of burning operations;
¢) The exact location where open byerti
d) Reasons why no method othe
e) Evidence that the proposed6pe

jurisdiction.
Upon approval of the open burning p
operation under the terms of the dpen
Road Plant from the provisions of
The permittee shall maintain files
previous DNR inspection reports.

t application by the director, the person may proceed with the
rnifig permit. Be aware that such approval shall not exempt Lake

| 10 CSR 10-2.070 Restriction of Emission of Odors |

No person may cause, permit or allow the emission of odorous matter in concentrations and frequencies or for
durations that odor can be perceived when one volume of odorous air is diluted with seven volumes of odor-free
air for two separate trials not less than 15 minutes apart within the period of one hour.

This requirement is not federally enforceable.

10 CSR 10-6.080 Emission Standards for Hazardous Air Pollutants and 40 CFR Part 61
Subpart M National Emission Standard for Asbestos

1)

2)

The permittee shall follow the procedures and requirements of 40 CFR Part 61, Subpart M for any activities
occurring at this installation which would be subject to provisions for 40 CFR Part 61, Subpart M, National
Emission Standard for Asbestos.

The permittee shall conduct monitoring to demonstrate compliance with registration, certification,
notification, and Abatement Procedures and Practices standards as specified in 40 CFR Part 61, Subpart M.
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10 CSR 10-6.250 Asbestos Abatement Projects — Certification, Accreditation, and Business

Exemption Requirements
The permittee shall conduct all asbestos abatement projects within the procedures established for certification
and accreditation by 10 CSR 10-6.250. This rule requires individuals who work in asbestos abatement projects
to be certified by the Missouri Department of Natural Resources Air Pollution Control Program. This rule
requires training providers who offer training for asbestos abatement occupations to be accredited by the
Missouri Department of Natural Resources Air Pollution Control Program. This rule requires persons who hold
exemption status from certain requirements of this rule to allow the department to monitor training provided to
employees. Each individual who works in asbestos abatement projects must first obtain certification for the
appropriate occupation from the department. Each person who offers training for asbestos abatement
occupations must first obtain accreditation from the department. Certain business entities that meet the
requirements for state-approved exemption status must allow the department to monitor training classes
provided to employees who perform asbestos abatement.

A
| Title VI — 40 CFR Part 82 Protection of Stratospheric Ozone / \A |
1) The permittee shall comply with the standards for labeling of produCt§ §sing gzone-depleting substances
pursuant to 40 CFR Part 82, Subpart E:
a) All containers in which a class I or class II substance is stored
class I substance, and all products directly manufactured wi
warning statement if it is being introduced into interstate-c
b) The placement of the required warning statement myst comp|y With the requirements pursuant to

§82.108.

¢) The form of the label bearing the required warrtihg s pust comply with the requirements
pursuant to §82.110.

d) No person may modify, remove, ori A th the regdired warning statement except as described in
§82.112.

2) The permittee shall comply wigk
Part 82, Subpart F, except as p
a) Persons opening appliances X
practices pursuant to §82.156\

b) Equipment used during the maintengsCe, service, repair, or disposal of appliances must comply with the
standards for recycling and recoyefy equipment pursuant to §82.158.

c) Persons performing maintenance, service, repair, or disposal of appliances must be certified by an
approved technician certification program pursuant to §82.161.

d) Persons disposing of small appliances, MVACs, and MV AC-like appliances must comply with
recordkeeping requirements pursuant to §82.166. ("MVAC-like" appliance as defined at §82.152).

e) Persons owning commercial or industrial process refrigeration equipment must comply with the leak
repair requirements pursuant to §82.156.

f) Owners/operators of appliances normally containing 50 or more pounds of refrigerant must keep records
of refrigerant purchased and added to such appliances pursuant to §82.166.

3) If the permittee manufactures, transforms, imports, or exports a class I or class II substance, the permittee is
subject to all the requirements as specified in 40 CFR part 82, Subpart A, Production and Consumption
Controls.

4) If the permittee performs a service on motor (fleet) vehicles when this service involves ozone-depleting
substance refrigerant (or regulated substitute substance) in the motor vehicle air conditioner (MVAC), the
permittee is subject to all the applicable requirements as specified in 40 CFR part 82, Subpart B, Servicing
of Motor Vehicle Air conditioners. The term "motor vehicle" as used in Subpart B does not include a
vehicle in which final assembly of the vehicle has not been completed. The term "MVAC" as used in
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Subpart B does not include the air-tight sealed refrigeration system used as refrigerated cargo, or system
used on passenger buses using HCFC-22 refrigerant.
The permittee shall be allowed to switch from any ozone-depleting substance to any alternative that is listed in
the Significant New Alternatives Program (SNAP) promulgated pursuant to 40 CFR part 82, Subpart G,
Significant New Alternatives Policy Program. Federal Only - 40 CFR part 82

‘ 10 CSR 10-6.280 Compliance Monitoring Usage ‘

1) The permittee is not prohibited from using the following in addition to any specified compliance methods
for the purpose of submission of compliance certificates:
a) Monitoring methods outlined in 40 CFR Part 64;
b) Monitoring method(s) approved for the permittee pursuant to 10 CSR 10-6.065, “Operating Permits”,
and incorporated into an operating permit; and
¢) Any other monitoring methods approved by the director.

2) Any credible evidence may be used for the purpose of establishing whethgr a permittee has violated or is in

violation of any such plan or other applicable requirement. Information e use of the following
methods is presumptively credible evidence of whether a violatio ‘ 2d by a permittee:

a) Monitoring methods outlined in 40 CFR Part 64;

b) A monitoring method approved for the permittee pursuant to\10 CSR , “Operating Permits”,
and incorporated into an operating permit; and

¢) Compliance test methods specified in the rule cited as the-autori € emission limitations.

3) The following testing, monitoring or information gatherpag methody are\presumptively credible testing,
monitoring, or information gathering methods:
a) Applicable monitoring or testing methods, cited

b) Other testing, monitoring,

information comparable to that prpduced by any method listed above.
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V. General Permit Requirements

The installation shall comply with each of the following requirements. Consult the appropriate sections in the
Code of Federal Regulations (CFR) and Code of State Regulations (CSR) for the full text of the applicable
requirements. All citations, unless otherwise noted, are to the regulations in effect as of the date that this permit
is issued,

| 10 CSR 10-6.065(6)(C)1.B_Permit Duration |
This permit is issued for a term of five years, commencing on the date of issuance. This permit will expire at
the end of this period unless renewed.

\ 10 CSR 10-6.065(6)(C)1.C General Recordkeeping and Reporting Requirements \
1) Recordkeeping
a) All required monitoring data and support information shall be retained for a period of at least five years
from the date of the monitoring sample, measurement, report or appligyti
b) Copies of all current operating and construction permits issued tot allation shall be kept on-site

2) Reporting
a) All reports shall be submitted to the Air Pollution Control P
176, Jefferson City, MO 65102.

b) The permittee shall submit a report of all required

ten days after any exceedance\of any ggplicable rule, regulation or other restriction. All reports of

deviations shall identify the cayse gfprobable cause of the deviations and any corrective actions or

preventative measures taken.

i) Notice of any deviation resulting from an emergency (or upset) condition as defined in paragraph
(6)(C)7.A of 10 CSR 10-6.065 (Emergency Provisions) shall be submitted to the permitting
authority either verbally or in writing within two working days after the date on which the emission
limitation is exceeded due to the emergency, if the permittee wishes to assert an affirmative defense.
The affirmative defense of emergency shall be demonstrated through properly signed,
contemporaneous operating logs, or other relevant evidence that indicate an emergency occurred and
the permittee can identify the cause(s) of the emergency. The permitted installation must show that it
was operated properly at the time and that during the period of the emergency the permittee took all
reasonable steps to minimize levels of emissions that exceeded the emission standards or
requirements in the permit. The notice must contain a description of the emergency, the steps taken
to mitigate emissions, and the corrective actions taken.

i1) Any deviation that poses an imminent and substantial danger to public health, safety or the
environment shall be reported as soon as practicable.

iii) Any other deviations identified in the permit as requiring more frequent reporting than the
permittee's semiannual report shall be reported on the schedule specified in this permit, and no later
than ten days after any exceedance of any applicable rule, regulation, or other restriction.
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e) Every report submitted shall be certified by the responsible official, except that, if a report of a deviation
must be submitted within ten days after the deviation, the report may be submitted without a
certification if the report is resubmitted with an appropriate certification within ten days after that,
together with any corrected or supplemental information required concerning the deviation.

f) The permittee may request confidential treatment of information submitted in any report of deviation.

| 10 CSR 10-6.065(6)(C)1.D Risk Management Plan Under Section 112(r) |

The permittee shall comply with the requirements of 40 CFR Part 68, Accidental Release Prevention
Requirements. If the permittee has more than a threshold quantity of a regulated substance in process, as
determined by 40 CFR Section 68.115, the permittee shall submit a Risk Management Plan in accordance with
40 CFR Part 68 no later than the latest of the following dates:

1) June 21, 1999;

2) Three years after the date on which a regulated substance is first listed under 40 CFR Section 68.130; or

3) The date on which a regulated substance is first present above a threshol}@\ntity in a process.

| 10 CSR 10-6.065(6)(C)1.E Title IV Allowances N0 2 |
This permit prohibits emissions which exceed any allowances the installation holds under Title IV of the Clean
Air Act.

No permit revisions shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the acid rain program if the increases do not require a permit revision under any other applicable
requirement.

Limits cannot be placed on the number of allowances that may be held by an installation. The installation may
not use these allowances, however, as a defense for noncompliance with any other applicable requirement.

Any allowances held by a Title IV installation shall be accounted for according to procedures established in
rules promulgated under Title IV of the Clean Air Act.

The permittee shall obtain an Acid Rain Source Permit for boiler #6 pursuant to Title IV of the Clean Air Act.
The permittee submitted a Phase II permit application on December 20, 1995 under 10 CSR 10-6.270, "Acid
Rain Source Permits Required.” Nitrogen Oxide (NOx) and Sulfur dioxide (SO;) limitations are referenced in
the installation's Phase II permit. The Phase II permit (MDNR permit #0P2006-048, ORIS Code 2098) was
issued on July 27, 2006 and expires on December 31, 2009.

| 10 CSR 10-6.065(6)(C)1.F Severability Clause |

In the event of a successful challenge to any part of this permit, all uncontested permit conditions shall continue
to be in force. All terms and conditions of this permit remain in effect pending any administrative or judicial
challenge to any portion of the permit. If any provision of this permit is invalidated, the permittee shall comply
with all other provisions of the permit.

| 10 CSR 10-6.065(6)(C)1.G General Requirements |

1) The permittee must comply with all of the terms and conditions of this permit. Any noncompliance with a
permit condition constitutes a violation and is grounds for enforcement action, permit termination, permit
revocation and re-issuance, permit modification or denial of a permit renewal application.

2) The permittee may not use as a defense in an enforcement action that it would have been necessary for the
permittee to halt or reduce the permitted activity in order to maintain compliance with the conditions of the
permait
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3) The permit may be modified, revoked, reopened, reissued or terminated for cause. Except as provided for
minor permit modifications, the filing of an application or request for a permit modification, revocation and
reissuance, or termination, or the filing of a notification of planned changes or anticipated noncompliance,
does not stay any permit condition.

4) This permit does not convey any property rights of any sort, nor grant any exclusive privilege.

5) The permittee shall furnish to the Air Pollution Control Program, upon receipt of a written request and
within a reasonable time, any information that the Air Pollution Control Program reasonably may require to
determine whether cause exists for modifying, reopening, reissuing or revoking the permit or to determine
compliance with the permit. Upon request, the permittee also shall furnish to the Air Pollution Control
Program copies of records required to be kept by the permittee. The permittee may make a claim of
confidentiality for any information or records submitted pursuant to 10 CSR 10-6.065(6)(C)1.

‘ 10 CSR 10-6.065(6)(C)1.H Incentive Programs Not Requiring Permit Revisions ‘
No permit revision will be required for any installation changes made unde?%gapproved economic incentive,

marketable permit, emissions trading, or other similar programs or processeg pxoxided for in this permit.

| 10 CSR 10-6.065(6)(C)1.I Reasonably Anticipated Operating S¢endxios |

None > ev\ \>

‘ 10 CSR 10-6.065(6)(C)1.J Emissions Trading

A,

| 10 CSR 10-6.065(6)(C)3 Compliance Requiremeyts| /" /) 2 |

1) Any document (including reports) required to e sybmifted dpder this permit shall contain a certification
signed by the responsible official.

2) Upon presentation of credentials 2

d other dpcuments as may be required by law, the permittee shall allow

Have access to and copy, at reasehable times, any records that must be kept under the conditions of this

permit;

c) Inspect, at reasonable times and using reasonable safety practices, any facilities, equipment (including
monitoring and air pollution control equipment), practices, or operations regulated or required under this
permit; and

d) As authorized by the Missouri Air Conservation Law, Chapter 643, RSMo or the Act, sample or
monitor, at reasonable times, substances or parameters for the purpose of assuring compliance with the
terms of this permit, and all applicable requirements as outlined in this permit.

3) All progress reports required under an applicable schedule of compliance shall be submitted semiannually (or
more frequently if specified in the applicable requirement). These progress reports shall contain the
following:

a) Dates for achieving the activities, milestones or compliance required in the schedule of compliance, and
dates when these activities, milestones or compliance were achieved, and

b) An explanation of why any dates in the schedule of compliance were not or will not be met, and any
preventative or corrective measures adopted.

4) The permittee shall submit an annual certification that it is in compliance with all of the federally
enforceable terms and conditions contained in this permit, including emissions limitations, standards, or
work practices. These certifications shall be submitted annually by April 1st, unless the applicable

b)
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requirement specifies more frequent submission. These certifications shall be submitted to EPA Region VII,

901 North 5th Street, Kansas City, Kansas 66101, as well as the Air Pollution Control Program,

Enforcement Section, P.O. Box 176, Jefferson City, MO 65102. All deviations and Part 64 exceedances and

excursions must be included in the compliance certifications. The compliance certification shall include the

following:

a) The identification of each term or condition of the permit that is the basis of the certification;

b) The current compliance status, as shown by monitoring data and other information reasonably available
to the installation;

¢) Whether compliance was continuous or intermittent;

d) The method(s) used for determining the compliance status of the installation, both currently and over the
reporting period; and

e) Such other facts as the Air Pollution Control Program will require in order to determine the compliance
status of this installation.

1)

2)

| 10 CSR 10-6.065(6)(C)6 Permit Shield /\ A |

Compliance with the conditions of this permit shall be deemed comnf
as of the date that this permit is issued, provided that:

a) The application requirements are included and specifically identifigd dermit, or
b) The permitting authority, in acting on the permit revision or¢ ermi{ app determines in writing
that other requirements, as specifically identified in the p 1cable to the installation, and

this permit expressly includes that determination or g-€onciss 5
Be aware that there are exceptions to this permit protet1 , The perypdt shield does not affect the following:
a) The provisions of section 303 of the Act or sectipn 643.090, RSMo concerning emergency orders,
b) Liability for any violation of an applicable re occurred prior to, or was existing at, the

time of permit issuance,
¢) The applicable requirements o

shield provisions.

| 10 CSR 10-6.065(6)(C)7 Emergency Pfovisions |

1)

2)

An emergency or upset as defined in 10 CSR 10-6.065(6)(C)7.A shall constitute an affirmative defense to

an enforcement action brought for noncompliance with technology-based emissions limitations. To establish

an emergency- or upset-based defense, the permittee must demonstrate, through properly signed,

contemporaneous operating logs or other relevant evidence, the following:

a) That an emergency or upset occurred and that the permittee can identify the source of the emergency or
upset,

b) That the installation was being operated properly,

¢) That the permittee took all reasonable steps to minimize emissions that exceeded technology-based
emissions limitations or requirements in this permit, and

d) That the permittee submitted notice of the emergency to the Air Pollution Control Program within two
working days of the time when emission limitations were exceeded due to the emergency. This notice
must contain a description of the emergency, any steps taken to mitigate emissions, and any corrective
actions taken.

Be aware that an emergency or upset shall not include noncompliance caused by improperly designed

equipment, lack of preventative maintenance, careless or improper operation, or operator error.
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| 10 CSR 10-6.065(6)(C)8 Operational Flexibility |

An installation that has been issued a Part 70 operating permit is not required to apply for or obtain a permit

revision in order to make any of the changes to the permitted installation described below if the changes are not

Title I modifications, the changes do not cause emissions to exceed emissions allowable under the permit, and

the changes do not result in the emission of any air contaminant not previously emitted. The permittee shall

notify the Air Pollution Control Program, Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, as
well as EPA Region VII, 901 North 5th Street, Kansas City, Kansas 66101, at least seven days in advance of
these changes, except as allowed for emergency or upset conditions. Emissions allowable under the permit
means a federally enforceable permit term or condition determined at issuance to be required by an applicable
requirement that establishes an emissions limit (including a work practice standard) or a federally enforceable
emissions cap that the source has assumed to avoid an applicable requirement to which the source would
otherwise be subject.

1) Section 502(b)(10) changes. Changes that, under section 502(b)(10) of the Act, contravene an express
permit term may be made without a permit revision, except for changes that would violate applicable
requirements of the Act or contravene federally enforceable monitoring finglading test methods),
recordkeeping, reporting or compliance requirements of the permif.

p¥ of the notice with the permit, and the

kittapAotice shall be provided to the EPA
and the APCP as above at least seven days befe i
notice is provided because of a need to respeynd ghoré q to these unanticipated conditions, the
permittee shall provide notice to t nd the APCP #5 soon as possible after learning of the need to
make the change.

b) The permit shield shall not

| 10 CSR 10-6.065(6)(C)9 Off-Perimit Ghapgey |

1) Except as noted below, the permiftee thay pdake any change in its permitted operations, activities or
emissions that is not addressed in, \consggdined by or prohibited by this permit without obtaining a permit
revision. Insignificant activities listggAn the application, but not otherwise addressed in or prohibited by this
permit, shall not be considered to be constrained by this permit for purposes of the off-permit provisions of
this section. Off-permit changes shall be subject to the following requirements and restrictions:

a) The change must meet all applicable requirements of the Act and may not violate any existing permit
term or condition; the permittee may not change a permitted installation without a permit revision if this
change is subject to any requirements under Title IV of the Act or is a Title I modification;

b) The permittee must provide written notice of the change to the Air Pollution Control Program,
Enforcement Section, P.O. Box 176, Jefferson City, MO 65102, as well as EPA Region VII, 901 North
Sth Street, Kansas City, Kansas 66101, no later than the next annual emissions report. This notice shall
not be required for changes that are insignificant activities under 10 CSR 10-6.065(6)(B)3. This written
notice shall describe each change, including the date, any change in emissions, pollutants emitted and
any applicable requirement that would apply as a result of the change.

c) The permittee shall keep a record describing all changes made at the installation that result in emissions
of a regulated air pollutant subject to an applicable requirement and the emissions resulting from these
changes; and

d) The permit shield shall not apply to these changes.
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| 10 CSR 10-6.020(2)(R)12 Responsible Official |
The application utilized in the preparation of this permit was signed by Glenn Keefe. If this person terminates
employment, or is reassigned different duties such that a different person becomes the responsible person to
represent and bind the installation in environmental permitting affairs, the owner or operator of this air
contaminant source shall notify the Director of the Air Pollution Control Program of the change. Said
notification shall be in writing and shall be submitted within 30 days of the change. The notification shall
include the name and title of the new person assigned by the source owner or operator to represent and bind the
installation in environmental permitting affairs. All representations, agreement to terms and conditions and
covenants made by the former responsible person that were used in the establishment of limiting permit
conditions on this permit will continue to be binding on the installation until such time that a revision to this
permit is obtained that would change said representations, agreements and covenants.

| 10 CSR 10-6.065(6)(E)6 Reopening-Permit for Cause |
This permit may be reopened for cause if:
1) The Missouri Department of Natural Resources (MDNR) receives noticg fipm

the Environmental Protection

2) MDNR or EPA determines that the permit contains a material mistake »

3) Additional applicable requirements under the Act become gpphicable to

4) The installation is an affected sougce under

5) MDNR or EPA determines that
applicable requirements.

‘ 10 CSR 10-6.065(6)(E)1.C Stateme
This permit is accompanied by a statement setting forth the legal and factual basis for the draft permit
conditions (including references to applicable statutory or regulatory provisions). This Statement of Basis, while
referenced by the permit, is not an actual part of the permit.

—1If there are attachments, put them one to a page starting on the next page. Separate them with page breaks
instead of section breaks whenever possible. Be sure that the last attachment ends with the Section Break (Next
Page) and not a page break. If there are no attachments, delete the following lines down to, but not including the
Section Break (Next Page).<
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VI. Attachments

Attachments follow.



Lake Road Plant

Installation ID: 021-0004

Part 70 Operating Permit
Project No. 0520-0004-020

73

ATTACHMENT A
Fugitive Emission Observations

Date

Time

Visible Emissions

Abnormal Emissions

Beyond
Boundary

No Yes

Normal

Less
Than

Greater
Than

Cause

Corrective
Action

Signature

W\

,

AN
W\
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ATTACHMENT B1
10 CSR 10-6.220 Opacity Emission Observation Log

This attachment may be used to help meet the recordkeeping requirements of Permit Conditions: EU0010-003,
EU0020-003, EU0030-003, EU0040-003, EU0050-002, EU0060-002, EU0260A-001, EU0260B-001, EU0270A-
001, and EU0270B-001.

Method 22 (Outdoor) Observation Log

Emission Unit

Observer Date

Sky Conditions
/\

Precipitation /) { \/>

Wind Direction Winc( Sp&g\’\

Sketch process unit: Indicate the position relative to the source and sx@izﬁth pogential emission points and/or

the observing emission points. ;

. . ) Accumulative Emission
) ) Observation Period Duration ;
Observation Clock Time Time

minute:second .
( ) (minute:second)

Begin Observation

End Observation
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ATTACHMENT B2
10 CSR 10-6.220 Compliance Demonstration
Opacity Emission Observation

This attachment may be used to help meet the recordkeeping requirements of Permit Conditions: EU0010-003,
EU0020-003, EU0030-003, EU0040-003, EU0050-002, EU0060-002, EU0260A-001, EU0260B-001,
EU0270A-001, and EU0270B-001.

Method 22 Opacity Emission Observations

. . .. If Visible emissions, was a
Visible Emissions ’

Date Method 22 Test Observer method 9 done?
(yes/no)
(yes/no)

A
2

LD
el

¥

4
A\

D

]
]
\\
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ATTACHMENT B3
10 CSR 10-6.220 Opacity Summary Report

This attachment may be used to help meet the recordkeeping requirements of Permit Conditions: EU0010-003, EU0020-003,
EU0030-003, EU0040-003, EU0050-002, EU0060-002, EU0260A-001, EU0260B-001, EU0270A-001, and EU0270B-001.

Method 9 Opacity Emissions Observations
Company Observer
Location Observer Certification Date
Date Emission Unit
Time Control Device /\/\
\ < p)
Seconds Steam Plume (check if
Hour Minute applicable) Comments
0 15 30 45 Attached Detached
0 \,\ \ g
1 N\
2 / \ \/
3 ALY >
4 AL
5
7 MVaVNA1)
8 NEAR \/
9 A\ /
10 \| vV
11
12 \¢"
13
14
15
16
17
18
SUMMARY OF AVERAGE OPACITY
Time Opacity
Set Number Start End Sum Average
Readings ranged from to % opacity.

Was the emission unit in compliance at the time of evaluation?
YES NO Signature of Observer
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Attachment B4
10 CSR 10-6.220 Equipment Log

This attachment may be used to help meet the recordkeeping requirements of Permit Conditions: EU0010-003,
EU0020-003, EU0030-003, EU0040-003, EU0050-002, EU0060-002, EU0260A-001, EU0260B-001,
EU0270A-001, and EU0270B-001.

Inspection/Maintenance/Repair/Malfunction Log

Date Emission Unit/Equipment Activities Performed

A

L\

A0S

~ (7

T N\
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Attachment C

Maintenance/Inspection Activities Schedule and Log

Date

Maintenance Activities

Repair Actions

Replacements

Notes

=
S

<
\;’\/

N—T
S
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Attachment D

OPACITY SUMMARY REPORT

Name of Company: Aquila Lake Road Plant Report Period:
Address: Lower Lake Road Cer./CEA: (date) (Hr)

Saint Joseph, MO 64502-0998 Emission Limit:
Manufacturer/Model Number Stack/Process

Emission Point:
CDs CNTY & SOURCE #’s: Pollutant Monitored:
Total Source Operating Time in Report Period: (Min)
PARTIL CAUSE OF EXCESS EMISSIONS (EE) i Percent of
S S o Min 7V ) P Operating Time

A. Air Pollution Control Equipment Failure (01)

___________________________________________________________________________________________________________________________

B. Fuel Problem (02)

__________________________________________________________________________________

C. Process Problem (03)

E. Startup (05)

F.  Soot Blowing (06)
G. Other Known Causes (Excess Es\issio ) (0T)
H. Shutdown (08)

I Total (A+B+...E)

_______________________________________________________________________________________________________________________________________

PartIl  CAUSES OF COMS DOWNTIME Downtime . Percentof
____________________________________________________________________________ fooo Min ) 4. Operating Time |

A. Monitor Equipment Malfunction (01)

B. Non-monitor Equipment Malfunction (02) . .

C. Quality Assurance (03)

————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————
————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————

Note: Percent Operating Time = [{EE (min ) or Downtime (min )} / Total Operating Time] x 100
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EXCESS OPAC EMISSION SUMMARY

Source: Aquila Lake Road Plant Quarter: Year:
Source of Emissions:
The following information is reported in total time for the entire quarter identified above.
Excess Emission Duration (hours)
If duration is other than zero, submit Visible Emission form.

Monitoring System Downtime Due to Quality Assurance (hours)

If downtime, not including zero and span calibrations, is other tha
Downtime form.

&rg, submit downtime system

Monitoring System Downtime Excluding Downtime Due to Quali

(hours)

Source Operating Time (hours)
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EXCESS EMISSION SUMMARY — VISIBLE EMISSIONS

Source: Aquila Lake Road Plant Report Period: / / to / /

Source of Emissions:

Date Time Magnitude Reason Message
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EXCESS EMISSION SUMMARY — OPAC MONITORING SYSTEM DOWNTIME

Source: Aquila Lake Road Plant Report Period: / / to / /

Source of Emissions:

Date Time Duration ( D-H-M) Reason Message
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Attachment E

SO, EMISSION SUMMARY REPORT

Name of Company: Aquila Lake Road Plant Report Period:

Address: Lower Lake Road Cer./CEA: (date) (Hr)
St. Joseph, MO 64502-0998 Emission Limit:

Manufacturer/Model Number Stack/Process Emission Point:

Pollutant Monitored: SO, #RAVG
CDs CNTY & SOURCE #’s:

Total Source Operating Time in R¢Rort Period: (hrs)

PART II. CAUSE OF EXCESS EMISSIONS (EE)

———————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————

A. Air Pollution Control Equipment Failure (01)

B. Fuel Problem (02)

————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————

C. Process Problem (03)

D. Unknown Cause (Excess Emission) (04)

E. Startup (05)

E SootBlowing09) o~ \\ N L
G, OtherKnown Causes (Excess Enigsioy O | 2+
HoShdownony  \

_____________________________________________________________________________________________________________________________________

I. Total(A+B+...E)

Downtime Percent of
(Hrs ) i Operating Time

________________________________________________________________________________________________________________________________________

B. Non-monitor Equipment Malfunction (02)

' '
"""""""""""""""""""""""""""""""""""""""""""" e |
|

C. Quality Assurance (03)

________________________________________________________________________________________________________________________________________

________________________________________________________________________________________________________________________________________

Note: Percent Operating Time = [{EE (hrs ) or Downtime (hrs )} / Total Operating Time] x 100
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EXCESS SO, #RAVG EMISSION REPORT

Source: Aquila Lake Road Plant Quarter:_______ Year:
Source of Emissions:
The following information is reported in total time for the entire quarter identified above.
Excess Emission Duration (hours)
If duration is other than zero, submit SO, #RAVG emission form.
Monitoring System Downtime Due to Quality Assurance ____ (hours)

If downtime, not including zero and span calibrations, is other than/z§ro, submit downtime system
Downtime form.

Monitoring System Downtime Excluding Downtime Due to Quali
(hours)

Source Operating Time (hours)
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EXCESS EMISSION SUMMARY — SO, #RAVG

Source: Aquila Lake Road Plant Report Period: / / to / /

Source of Emissions:

Date Time Magnitude Reason Message
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EXCESS EMISSION SUMMARY — SO, #RAVG MONITORING SYSTEM DOWNTIME

Source: Aquila Lake Road Plant Report Period: / / to / /

Source of Emissions:

Date Time Duration ( hr) Reason Message




Lake Road Plant
Installation ID: 021-0004

Part 70 Operating Permit 87
Project No. 0520-0004-020

Attachment F

Table 2 to subpart DDDDD of part 63
Operating Limits For Boilers and Process Heaters with Particulate Matter Emission Limits

If you demonstrate compliance with applicable
particulate matter emission limits using...

You must meet these operating limits. ..

1. Wet scrubber control...

Maintain the minimum pressure drop and liquid flow-rate at or
above the operating levels established during the performance
test according to §63.7530(c) and Table 7 to subpart DDDDD
that demonstrated compliance with the applicable emission
limit for particulate matter.

2. Fabric filter control...

a. Install and operate a bag leak detection system according to
§63.7525 and operate the fabric filter such that the bag leak
detection system alarm does not sound more than 5 percent
of the operating time dyring each 6-month period; or

. This option is for boifer§ gnd process heaters that operate

¢ 6-minute period per hour of
boilers and process heaters

3. Electrostatic precipitator control...

iders and process heaters that operate
tetw€. Existing boilers and process heaters

aintain opacity to less than or equal to 10 percent
opacity (1-hour block average); or

his option is only for boilers and process heaters that
operate additional wet control systems. Maintain the
minimum voltage and secondary current or total power input
of the electrostatic precipitator at or above the operating
limits established during the performance test according to
§63.7530(c) and Table 7 to this subpart that demonstrated
compliance with the applicable emission limit for particulate
matter.

4. Any other control type...

This option is for boilers and process heaters that operate dry
control systems. Existing boilers and process heaters must
maintain opacity to less than or equal to 20 percent (6-minute
average) except for one 6-minute period per hour of not more
than 27 percent. New boilers and process heaters must maintain
opacity to less than or equal to 10 percent opacity (1-hour block
average).
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Attachment G

Table 3 to subpart DDDDD of part 63
Operating Limits for Boilers and Process Heaters with Mercury Emission Limits and Boilers and Process
Heaters that Choose to Comply with the Alternative Total Selected Metals Emission Limits

If you demonstrate compliance with applicable
mercury and/or total selected metals emission
limits using...

You must meet these operating limits. ..

1. Wet scrubber control...

Maintain the minimum pressure drop and liquid flow-rate at or above
the operating levels established during the performance test according
to §63.7530(c) and Table 7 to subpart DDDDD that demonstrated
compliance with the applicable emission limits for mercury and/or
total selected metals.

2. Fabric filter control...

a. Install and operate a bag leak detection system according to
§63.7525 and operate the fajpric filter such that the bag leak
detection system alarm doeg npgsound more than 5 percent of the

minute period per ! than 27 percent. New sources
must mam to I§ss than or equal to 10 percent opacity
ver

3. Electrostatic precipitator control...

(1-hour broc !
a. This opfion(j€ for bdiler¢’and process heaters that operate dry
ftrgl e isting sources must maintain opacity to less

maintain opacity to less than or equal to 10 percent opacity

r block average); or

gfOption is only for boilers and process heaters that operate
additional wet control systems. Maintain the minimum voltage and
secondary current or total power input of the electrostatic
precipitator at or above the operating limits established during the
performance test according to §63.7530(c) and Table 7 to subpart
DDDDD that demonstrated compliance with the applicable
emission limits for mercury and/or total selected metals.

4. Dry scrubber or carbon injection control...

Maintain the minimum sorbent or carbon injection rate at or above the
operating levels established during the performance test according to
§63.7530(c) and Table 7 to subpart DDDDD that demonstrated
compliance with the applicable emission limit for mercury.

5. Any other control type...

This option is only for boilers and process heaters that operate dry
control systems. Existing sources must maintain opacity to less than
or equal to 20 percent (6-minute average) except for one 6-minute
period per hour of not more than 27 percent. New sources must
maintain opacity to less than or equal to 10 percent opacity (1-hour
block average).

6. Fuel analysis...

Maintain the fuel type or fuel mixture such that the mercury and/or
total selected metals emission rates calculated according to
§63.7530(d)(4) and/or (5) is less than the applicable emission limits
for mercury and/or total selected metals.
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Attachment H

Table 4 to subpart DDDDD of part 63
Operating Limits for Boilers and Process Heaters with Hydrogen Chloride Emission Limits

If you demonstrate compliance with applicable
hydrogen chloride emission limits using...

You must meet these operating limits...

1. Wet scrubber control...

Maintain the minimum scrubber effluent pH, pressure
drop, and liquid flow-rate at or above the operating levels
established during the performance test according to
§63.7530(c) and Table 7 to subpart DDDDD that
demonstrated compliance with the applicable emission
limit for hydrogen chloride.

2. Dry scrubber control...

Maintain the minimum sorbent injection rate at or above
the operating levels established during the performance
test according to §63.7530(c) and Table 7 to subpart
DDDDD that demonstratey epmpliance with the
applicable emissiofi {iti ydrogen chloride.

3. Fuel analysis...

Maintain the fy€l t or fue| mixture such that the
hydrogen chlotide alculated according to
§63.7530(d)(3)yis le licable emission limit

for hydrogen @
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Attachment I
Table 5 to subpart DDDDD of part 63
Performance Testing Requirements

To conduct a You must... Using...
performance test for the
following pollutant...

1. Particulate matter... | Select sampling ports location and the | Method 1 in appendix A to part 60 of chapter 40.
number of traverse points.
Determine velocity and volumetric Method 2, 2F, or 2G in appendix A to part 60 of
flow-rate of the stack gas. chapter 40.
Determine oxygen and carbon dioxide | Method 3A or 3B in appendix A to part 60 of chapter
concentrations of the stack gas. 40, or ASME PTC 19, Part 10 (1981) (IBR, see

§63.14(1)).

Measure the moisture content of the Method 4 in appendix A to part 60 of chapter 40.
stack gas.
Measure the particulate matter Method 50 17 (posigive pressure fabric filters must
emission concentration. use M¢gth ) in gppendix A to part 60 of chapter
Convert emissions concentration to 1b Meth fac Oor me odology in appendix A to
per MMBtu emission rates. part f pter

2. Total selected Select sampling ports location and the /Meth in dppendix A to part 60 of chapter 40.

metals... number of traverse points.

Determine velocity and volumetri (/ tho 2 , or 2G in appendix A to part 60 of
flow-rate of the stack gas. /i pte

concentrations of thie stack , or ASME PTC 19, Part 10 (1981) (IBR, see

Determine oxygen and car Me od 3A or 3B in appendix A to part 60 of chapter
as.
§63. 14(1)).

Measure the mojsturg content of the Method 4 in appendix A to part 60 of chapter 40.
stack gas.

Measure the otalgyted etals Method 29 in appendix A to part 60 of chapter 40.
emission congentrai

Convert emissy ons cg entration to b | Method 19 F-factor methodology in appendix A to
per MMBtu e i¥n rates part 60 of chapter 40.

3. Hydrogen chloride... | Select sampling orts location and the | Method 1 in appendix A to part 60 of chapter 40.
number of traverse points.

Determine velocity and volumetric Method 2, 2F, or 2G in appendix A to part 60 of
flow-rate of the stack gas chapter 40.
Determine oxygen and carbon dioxide | Method 3A or 3B in appendix A to part 60 of chapter
concentrations of the stack gas. 40, or ASME PTC 19, Part 10 (1981) (IBR, see
§63.14(1)).

Measure the moisture content of the Method 4 in appendix A to part 60 of chapter 40.
stack gas.
Measure the hydrogen chloride Method 26 or 26A in appendix A to part 60 of chapter
emission concentration. 40.
Convert emissions concentration to Ib | Method 19 F-factor methodology in appendix A to
per MMBtu emission rates part 60 of chapter 40.

4. Mercury Select sampling ports location and the | Method 1 in appendix A to part 60 of chapter 40.
number of traverse points.
Determine velocity and volumetric Method 2, 2F, or 2G in appendix A to part 60 of

flow-rate of the stack gas. chapter 40.
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To conduct a
performance test for the
following pollutant...

You must...

Using...

Determine oxygen and carbon dioxide
concentrations of the stack gas.

Method 3A or 3B in appendix A to part 60 of chapter
40, or ASME PTC 19, Part 10 (1981) (IBR, see
§62.14(1)).

Measure the moisture content of the
stack gas.

Method 4 in appendix A to part 60 of chapter 40.

Measure the mercury emission
concentration.

Method 29 in appendix A to part 60 of chapter 40 or
Method 101A in appendix B to part 61 of chapter 40
or ASTM Method D6784-02 (IBR, see §63.14(b)).

Convert emissions concentration to 1b
per MMBtu emission rates.

Method 19 F-factor methodology in appendix A to
part 60 of chapter 40.

5. Carbon monoxide...

Select the sampling ports location and
the number of traverse points.

Method 1 in appendix A to part 60 of chapter 40.

Determine oxygen and carbon dioxide

Method 3A

or AB\ip,appendix A to part 60 of chapter
concentrations of the stack gas. 40, or A 22 00 (IBR, see §63.14(b), or
ASM 10 (1981) (IBR, see §63.14(i)).
Measure the moisture content of the Meth d 4 to part 60 of chapter 40.

stack gas.

Measure the carbon monoxide
emission concentration.

Met 10A) 0B in appendix A to part 60

10,
f chapter 40, or ASTM D6522-00 (IBR, see
3.1%(b)) when the fuel is natural gas.

7Y
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Attachment J
Table 6 to subpart DDDDD of part 63
Fuel Analysis Requirements

To conduct a fuel
analysis for the

following pollutant...

You must...

Using...

1. Mercury...

Collect fuel samples ...

Procedure in §63.7521(c) or ASTM D2234-00 €' (for
coal)(IBR, see §63.14(b)) or ASTM D6323-98 (2003)(for
biomass)(IBR, see §63.14(b)) or equivalent.

Composite fuel samples...

Procedure in §63.7521(d) or equivalent.

Prepare composited fuel
samples...

SW-846-3050B (for solid samples) or SW-846-3020A (for
liquid samples) or ASTM D2013-01 (for coal) (IBR, see
§63.14(b)) or ASTM D5198-92 (2003) (for biomass)(IBR,
see §63.14(b)) or equlwlent

Determine heat content of the
fuel type...

ASTM D5865-03a ( )(IBR, see §63.14(b)) or ASTM
E711- 87(19 blom )(IBR, see §63.14(b)) or

Determine moisture content of
the fuel type...

equivalent.
ASTM D31 02/( , see\§63.14(b)) or ASTM E871-82
(1998)(IBR ee § 14 )) or, ulvalent

Measure mercury concentration
in fuel sample...

ASTM D368d,01 (for co , see §63.14(b)) or SW-846-
7471 X (for yolid samiples) or SW 846 7470A (for liquid

saptples).

Convert concentrations into units

2. Total selected
metals. ..

Collect fuel samples...

of Wslpf pé{lufﬁlt per MMBtu of heat content.

d 3.7521(c) or ASTM D2234-00 €' (for
see §63.14(b)) or ASTM D6323-98 (2003) (for
IBR, see §63.14(b)) or equivalent.

Composite fu,el/samlales N\

\ Procedures in §63.7521(d) or equivalent.

Prepare comiposi
samples...

W-846-3050B (for solid samples) or SW-846-020A (for
liquid samples) or ASTM D2013-01 (for coal)(IBR, see
§63.14(b)) or ASTM D5198-92 (2003)(for biomass)(IBR,
see §63.14(b)) or equivalent.

Determine heat contep€of the
fuel type..

ASTM D5865-03a (for coal)(IBR, see §63.14(b)) or ASTM
E 711-87 (for biomass)(IBR, see §63.14(b)) or equivalent.

Deterrmne moisture content of
the fuel type...

ASTM D3173-02 (IBR, see §63.14(b)) or ASTM E871
(IBR, see §63.14(b)) or equivalent.

Measure total selected metals
concentration in fuel sample...

SW-846-6010B or ASTM D3683-94 (2000) (for coal) (IBR,
see §63.14(b)) or ASTM E885-88 (1996) (for
biomass)(IBR, see §63.14(b)).

Convert concentrations into units

of pounds of pollutant per MMBtu of heat content.

3. Hydrogen
chloride...

Collect fuel samples...

Procedure in §63.7521(c) or ASTM D2234 €' (for
coal)(IBR, see §63.14(b)) or ASTM D6323-98 (2003) (for
biomass)(IBR, see §63.14(b)) or equivalent.

Composite fuel samples. ..

Procedure in §63.7521(d) or equivalent.

Prepare composited fuel
samples. ..

SW-846-3050B (for solid samples) or SW- 846-3020A (for
liquid samples) or ASTM D2013-01 (for coal)(IBR, see §63
63.14(b)) ASTM D5198-92 (2003) (for biomass)(IBR, see
§63.14(b)) or equivalent.

Determine heat content of the
fuel type...

ASTM D5865-03a (for coal)(IBR, see §63.14(b)) or ASTM
E711-87 (1996) (for biomass)(IBR, see §63.14(b)) or
equivalent.

Determine moisture content of
the fuel type...

ASTM D3173-02 (IBR, see §63.14(b)) or ASTM E871-82
(1998)(IBR, see §63.14(b)) or equivalent.
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To conduct a fuel You must...
analysis for the
following pollutant...

Using...

Measure chlorine concentration | SW-846-9250 or ASTM E776-87 (1996) (for biomass)(IBR,
in fuel sample... see §63.14(b)) or equivalent.
Convert concentrations into units of pounds of pollutant per MMBtu of heat content.
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Attachment K
Table 7 to subpart DDDDD of part 63
Establishing Operating Limits

If you have an
applicable
emission limit
for...

And your
operating limits
are based on ...

You must...

Using...

according to the following
requirements

Wet scrubber
operating
parameters.

1. Particulate
matter, mercury,
or total selected
metals.

Establish a site-specific
minimum pressure drop
and minimum flow rate
operating limit
according to
§63.7530(c).

Data from the pressure
drop and liquid flow
rate monitors and the
particulate matter,
mercury, or total
selected metals
performance test

You must collect pressure drop and
liquid flowrate data every 15
minutes during the entire period of
the performance tests;

Determine the average pressure
drop and liquid flow-rate for each
individual test run in the three-run
performance test by computing the
average of all the 15-minute
,\eadings taken during each test run.

Electrostatic
precipitator
operating
parameters (option
only for units with
additional wet
scrubber control).

Establish a site-specific
minimum voltage and
secondary current or
total power input
according to
§63.7530(c)

ou must collect voltage and
econdary current or total power
PNt data every 15 minutes during

erformance tests;

Determine the average voltage and
secondary current or total power
input for each individual test run in
the three-run performance test by
computing the average of all the
15-minute readings taken during
each test run.

Wet scrubber
operating
parameters.

2. Hydrogen
chloride...

N

Data from the pH,
pressure drop, and
liquid flow-rate
monitors and the
hydrogen chloride
performance test.

You must collect pH, pressure
drop, and liquid flow-rate data
every 15 minutes during the entire
period of the performance tests;

Determine the average pH,
pressure drop, and liquid flow-rate
for each individual test run in the
three-run performance test by
computing the average of all the
15-minute readings taken during
each test run.

Dry scrubber
operating
parameters.

Establish a site-specific
minimum sorbent
injection rate operating
limit according to
§63.7530(c)

Data from the sorbent
injection rate monitors
and hydrogen chloride
performance test.

You must collect sorbent injection
rate data every 15 minutes during
the entire period of the
performance tests;

Determine the average sorbent
injection rate for each individual
test run in the three-run
performance test by computing the
average of all the 15- minute

readings taken during each test run.
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Attachment L

Table 8 to subpart DDDDD of part 63
Demonstrating Continuous Compliance

If you must meet operating limits or work
practice standards...

You must demonstrate continuous compliance by...

1. Opacity...

Collecting the opacity monitoring system data according to
§§63.7525(b) and 63.7535; and

Reducing the opacity monitoring data to 6-minute averages; and

Maintaining opacity to less than or equal to 20 percent (6-minute
average) except for one 6-minute period per hour of not more than 27
percent for existing sources; or maintaining opacity to less than or
equal to 10 percent (1-hour block average) for new sources.

2. Fabric Filter Bag Leak Detection
Operation...

Installing and operating a bag leak detection system according to
§63.7525 and operating the fabric filter such that the requirements in
§63.7540(a)(9) are met.

3. Wet Scrubber Pressure Drop and Liquid
Flow-Rate...

Collecting the pressure dr liquidlflow rate monitoring system
data according to §§63.752 63.7935; and

Reducing the data to 3-Rour blqb# avetaggs; and

Maintaining the 3-hour avera préissyop and liquid flow-rate at
or above the operating ligaits etabli during the performance test

according to §63.7530(%).

4. Wet Scrubber pH...

Collecting th onit rir\%ytem data according to §§63.7525 and
63.7535;

A
Reduciyg thédafafo3-haflr block averages; and

Nest

Majrtalnjfig tHe 3-Hogr average pH at or above the operating limit
lish¢d dukinghe performance test according to §63.7530(c).

5. Dry Scrubber Sorbent or Carbon Injgefion
Rate...

dryscrubber according to §§63.7525 and 63.7535; and

Cyllgeting the sorbent or carbon injection rate monitoring system data
for\th
Re

he data to 3-hour block averages; and

Mgdintaining the 3-hour average sorbent or carbon injection rate at or
ve the operating limit established during the performance test
ccording to §§63.7530(c).

6. Electrostatic Precipitator Secondary
Current and Voltage or Total Power
Input...

Collecting the secondary current and voltage or total power input
monitoring system data for the electrostatic precipitator according to
§863.7525 and 63.7535; and

Reducing the data to 3-hour block averages; and

Maintaining the 3-hour average secondary current and voltage or total
power input at or above the operating limits established during the
performance test according to §§63.7530(c).

7. Fuel Pollutant Content. ..

Only burning the fuel types and fuel mixtures used to demonstrate
Compliance with the applicable emission limit according to
§63.7530(c) or (d) as applicable; and

Keeping monthly records of fuel use according to §63.7540(a).
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Variable Definition

#coal/hour Total Hourly, as-fired coal mass rate to boiler 5 determined by summing the
weight output from each pulverizer

#S/#coal Sulfur to coal weight fraction of each daily, post-blend, aggregate coal
sample collected by the automatic sampler during coal load out to the boiler
5 day bunkers, as determined by a recognized ASTM analysis method

F blend S-to-SO, Conversion factor that adjusts for variable sulfur retention, based

on the weight fraction of bituminous and sub-bituminous coals loaded to the
Boiler 5 day bunker, determined as follows:
F piena = 1.9 * w% bituminous + 1.75 * w% sub-bituminous

w% bituminous

The daily-weighted mass fraction of bituminous coal loaded to the boiler 5
day bunker, as measured and recorded by/(hé/cg)mputerized fuel-blending

system A

wY% bituminous

5 day bunker, as measured and reicorde mputerized fuel-blending

The daily-weighted mass fraction6f gdh<bituifiinous coal loaded to the boiler
th
system

mmBtu The total hourly, as fired heat i to BoilenNsdetermined from the coal and

(coal+gas)/hour gas firing rates and assM ating values, determined as follows:
mmBtu(coal+ gas)/hour=deoal/hour3HV coal+NGrate*HVgas

NGrate The total hourly, as-Aj %&nﬁn&ural gas measured and recorded by
the Boiler 5 gasAhetgring s ¢1n units of mmcf/hour

HYV coal The as-fired h€ating valye of gach daily, post-blend, aggregate coal loadout
Mﬁ%y unkers; as determined by a recognized ASTM analysis

ethodiNn unyts\of mymBtu/#coal
HVgas rey p€ating value of pipeline grade natural, as determined by a

Btu/cf,\of otlfer gas-heating value factor supported by on — site records from

he daily) as-
recogiized AJTM analysis method, a “worst-case” gas heating value of 950
the\gas s

lier, in units of Btu/ft’ gas
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St. Joseph Light & Power Company
Lake Road Plant
Supplier Certificate of fuel Oil Sulfur Content

Under an agreement with the Missouri Department of Natural Resources and the United States Environmental
Protection Agency, St. Joseph Light & Power Company (SJLP) must purchase NO.2 fuel oil with a sulfur
content of not greater than 0.05% maximum by weight and obtain certification from the supplier that the oil
purchased meets this specification. This “Supplier Certificate of Fuel Oil Sulfur Content” must be completed
and returned to SJLP with each purchase order issued for NO. 2 fuel oil

I certify, to the best of my knowledge and belief, that the No. 2 fuel oil supplied by

to St. Joseph Light & Power Company’s Lake
Road Plant under SJLP Purchase Order No. had a sulfur/dpntent of not more than 0.05% by
weight.

Signed:

Printed Name: %
Title:
Company: /\\

Date: —
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St. Joseph Light & Power Company
Lake Road Plant
Certificate of fuel Sulfur Content

St. Joseph Light & Power Company, Under an agreement with the Missouri Department of Natural Resources
and the United States Environmental Protection Agency, must not burn fuel in certain Lake road Plant
generating units with a sulfur content greater than 0.05% maximum by weight.

I certify, to the best of my knowledge and belief, that during the following time period
either Natural gas, Propane or No.2 fuel oil with a sulfur
content of not more than 0.05% by weight was burned in the following lake Road Plant units:

boilers No. 1,2,3,4, and Combustion Turbines No. 5, 6 and 7.

Signed: %
Printed Name:

Title:

St. Joseph Light & Power Company

Date: N

O
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STATEMENT OF BASIS

Permit Reference Documents
These documents were relied upon in the preparation of the operating permit. Because they are not
incorporated by reference, they are not an official part of the operating permit.

1) Part 70 Operating Permit Application, received 02-27-1997; revised 11-29-2001

2) 2000 Emissions Inventory Questionnaire, received 03-28-2001;

3) U.S. EPA document AP-42, Compilation of Air Pollutant Emission Factors; Volume I,
Stationary Point and Area Sources, Fifth Edition.

Applicable Requirements Included in the Operating Permit but Not in the Application or Previous
Operating Permits

In the operating permit application, the installation indicated they werg
regulation(s). However, in the review of the application, the agenc
is subject to the following regulation(s) for the reasons stated.

10 CSR 10-6.260, Restriction of Emission of Sulfur Compounds

10 CSR 10-2.200, Restriction of Emisston of Sulfur Compounds From Indirect Heating Sources
This rule was rescinded from the Missouri Air Rules and Regulations as of July 30, 1997. This
regulation has been replaced by 10 CSR 10-6.260, Restriction of Emission of Sulfur Compounds.

10 CSR 10-2.160, Restriction of Emission of Sulfur Compounds
This rule was rescinded from the Missouri Air Rules and Regulations as of July 30, 1997. This
regulation has been replaced by 10 CSR 10-6.260, Restriction of Emission of Sulfur Compounds.

10 CSR 10-2.060, Restriction of Emission of Visible Air contaminants
This rule was rescinded from the Missouri Air Rules and Regulations as of September 28,1990.
This regulation has been replaced by 10 CSR 10-6.220, Restriction of Emission of Visible Air
contaminants.
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10 CSR 10-2.030, Restriction of Emission of Particulate Matter From Industrial Processes
This rule was rescinded from the Missouri Air Rules and Regulations as of March 30, 2001.
This regulation has been replaced by 10 CSR 10-6.400, Restriction of Emission of Particulate
Matter from Industrial Processes.

10 CSR 10-2.080, Emission of Visible Air Contaminates from Internal Combustion Engines
The Air pollution Control Program has decided that the rule was intended to be applicable only
to mobile sources, therefore, it has not been included in the permit.

10 CSR 10-2.030, Restriction of Emission of Particulate Matter from Industrial Processes
10 CSR 10-6.400, Restriction of Emission of Particulate Matter from Industrial Processes

The applicant identified the following units in the operating permit application as subject to this
rule. The units are either exempt or not subject to this rule as explained below.

EU-0080 No. 6 Jet Engine (Combustion Turbine # 6)
EU-0090 No. 7 Jet Engine (Combustion Turbine # 7)
EU-0110 Rotary Car Coal Unloading.

EU-0120 Coal Transfer belts.

EU-0130 Coal Storage.

EU-0140 Fly Ash Temporary Storage.

EU-0240 Crusher Building (Transferring, Droppt {oal Crushing).
EU-0250 Truck Dump Area./Reclaim.

EU-0280A Fly Ash Truck Unloading.

EU-0280B Fly Ash Truck Unloading

EU-0290 Conveyor Belts 6 and

EU-0300 Conveyor be

EU-0310 Conveyor,

EU-0320 Emergeficy €0

EU-0330 Conveyor be

These units are exempted fro
1. Under 10 CSR 10-6.400 R
into a source operation, in
fuels. In the case of
e EU-0080 - No. 6 Jet Engine (Combustion Turbine # 6)
e EU-0090 - No. 7 Jet Engine (Combustion Turbine # 7)
Liquids and gases used solely as fuels.
2. Under 10 CSR 10-6.400 the process weight rule does not apply to the following.
e Fugitive emissions
That is the case of EU0130 and EU0140
e The grinding, crushing and conveying operations at a power plant
¢ Emission units that at maximum design capacity have a potential to emit less than one-
half (0.5) pounds per hour of particulate matter.
That is the case in EU-0280A & EU-0280B

ocess’ weight means the total weight of all materials introduced
ding solid fuels, but excluding liquids and gases used solely as

Emission Point/unit 22 has been removed.
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Construction Permit Revisions

Construction Permit #0389-003

Installation was issued a Construction Permit # 0389-003 to construct two 7500 gas —fired turbines for
the purpose of generating electrical power. These peaking units allow a utility to supply electrical power
during times of high peak demand. Installation never installed these two (2) peaking units, therefore
these two (2) turbines are not included in this operating permit. If the Installation decided in the future
to install these two (2) turbines, they need to go through the New Source Review Unit (NSR), since the
installation date would be past the two (2) year time period allowed under 10 CSR 10-6.060,
Construction Permits Required.

Construction Permit #062006-001
The installation was issued Construction Permit #062006-001 on June 2, 2006 to install a 358
MMBtu/hr dual-fired boiler. If this unit is installed, the permittee needs to comply with all of the special
conditions in the construction permit as well as any applicable state or federal regulations. A revision to
the Part 70 Operating Permit application is required for this installation withita 1 year of equipment
startup as part of this construction permit.

New Source Performance Standards (NSPS) Applicability
10 CSR 10-6.070, New Source Performance Regulations

40 CFR Part 60, Subpart D, Standards of Performance for Fossil-F
which Construction is Commenced After August 17, 1971.

Generators for

Boilers #1, #2, #3, #4, #5 a
Performance for Electric U¥ g
Commenced After Septemben 18, 1978, because they were installed prior to the applicable date.
10 CSR 10-6.070, New Source PerforMdance Regulations
40 CFR Part 60, Subpart Db, Standards of Performance for Industrial-Commercial-Institutional Steam
Generating Units
Boilers #1, #2, #3, #4, #5 and #6 are not subject to 40 CFR Part 60, Subpart Dc, Standards of
Performance for Small Industrial-Commercial-Institutional Steam Generating Units, because
they were installed prior to June 9, 1989, because they were installed prior to the applicable date

10 CSR 10-6.070, New Source Performance Regulations

40 CFR Part 60, Subpart GG, Standards of Performance for Stationary Gas Turbines
EU0080 and EU0090 (Jet Engines 6 and 7) are not subject to 40 CRF Part 60, Subpart GG,
Standards of Performance for Stationary Gas Turbines. Because they were not newly
manufactured for Aquila Lake Road Plant but they were re-located from another site and the
turbines were built before October 3, 1977, and were not modified or reconstructed when moved
to Aquila Lake Road Plant.
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EU0070 Gas Turbine is not subject to 40 CRF Part 60, Subpart GG, Standards of Performance
for Stationary Gas Turbines for which construction is Commenced After October 3, 1977,
because it was installed prior to the applicable date

10 CSR 10-6.070, New Source Performance Regulations

40 CFR Part 60, Subpart Y, Standards of Performance for Coal Preparation Plants
The original equipment was installed prior to October 24, 1974 (coal processing and conveying
equipment (Including breakers and crushers), coal storage systems, and coal transfer and loading
systems) and not subject to the requirements of Subpart Y.

In 2000, the installation replaced a crusher. The APCP received comments regarding the
applicability of Subpart Y, from Henry Robertson of the Sierra Club, when the “draft” permit was
placed on public notice in January 2003. The crusher was the only piece of equipment in the
process line replaced and there was no increase in emissions. The APCP requested EPA assistance
on the issue. A final decision has not been made on the applicability gf\Subpart Y and the issue is
still being discussed. The APCP and EPA have agreed to issue thg operating permit without

Subpart Y is applicable, the operating permit will be “Re-Op¢
requirement.

MACT Applicability

40 CFR Part 63, Subpart DDDDD, dustrig/ Commercial/Institutional Boilers & Process Heaters
The permittee is subject to thi§ subfpart as it operates boilers EU0010, EU0020, EU0030,
EU0040, and EU0050 as part of a major source of HAP as defined in 40 CFR §63.2. The
affected boilers are subject to only the initial notification requirements of 40 CFR §63.9(b). This
facility submitted an initial notification on December 4, 2004.

According to 40 CFR §63.7506(b), EU0010 through EU0040 are not subject to emission limits,
work practice standards, performance testing, monitoring SSMP, site-specific monitoring plans,
recordkeeping or reporting requirements. EUO050 is subject to some of these requirements.

40 CFR Part 63, Subpart YYYY, Combustion Turbines
The permittee is subject to this subpart as it operates combustion turbines EU0070, EU0080, and
EU0090 as part of a major source of HAP as defined in 40 CFR §63.2. The affected combustion
turbines are subject to only the initial notification requirements of 40 CFR §63.9(b). This facility
has submitted an initial notification.
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According to 40 CFR §63.6090(b), EU0070 through EU0O090 are not subject to emission limits,
work practice standards, performance testing, monitoring SSMP, site-specific monitoring plans,
recordkeeping or reporting requirements.

National Emission Standards for Hazardous Air Pollutants (NESHAP) Applicability
10 CSR 10-6.080, Emission Standards for Hazardous Air Pollutants and 40 CFR Part 61 Subpart M
National Emission Standard for Asbestos
The requirements of this rule have been summarized and listed in the operating permit under the
Core Permit Requirements.

Compliance Assurance Monitoring (CAM) Applicability

40 CFR Part 64, Compliance Assurance Monitoring (CAM)

The CAM rule applies to each pollutant specific emission unit that:

e [s subject to an emission limitation or standard, and

e Uses a control device to achieve compliance, and

e Has pre-control emissions that exceed or are equivalent to the majoy, so

application.

Other Regulatory Determinations
EU0060-003.
Max. Allowable Emission Ra
SO2/mmBtu):

> calculatipn how conversion of 1400.00 1bs.SO2/hr to 1bs.

10 CSR 10-2.040 Maximum Allowable Emissions of Particulate Matter from Fuel Burning Equipment
Used for Indirect Heating.

Calculating Q for Installation:

Boiler #1 192.0 MMBTU/hr
Boiler #2 192.0 MMBTU/hr
Boiler #3 238.0 MMBTU/hr
Boiler #4 311.0 MMBTU/hr
Boiler #5 336.0 MMBTU/hr
Boiler #6 980.0 MMBTU/hr

Q = 2249 MMBTU/hr
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The allowable particulate matter emission rate for Boilers #1, #2, #3, #4, #5 and #6 therefore, is as

follows:
E (I MMBTU) = 1.09 x Q***
Where
E = the maximum allowable particulate ER in pounds per million
BRU of heat input rounded off to two (2) decimal places; and
Q = the installation heat input in millions of BTU per hour.
E (I MMBTU) = 1.09 x Q***
E =1.09 x (2249)"*"
E =0.1476 LbssMMBTU
E =0.15 LbssMMBTU|
UNIT COMPLIANCE TABLE- 10 CS](& 10(23(\4& b\
Max
Max
Emission Max. PM Emission Uncontrolled | Allowable
. Heat Input Fuel Type . PM
Unit Factor* PM Emissions .
(mmBtu/hr) Ib/MMBiu Emissions
/I A 1b/MMBtu
Natural Gas 7<6 1B/(ﬁ‘ sW9 mmcf/hr 0.0075 0.15
EU0010 192
No. 2 /faél oil .§\1b/i‘Q3 gal | 1.4 * 10 *gallons 0.024 0.15
Natyral Gas .6\b/ 1@’ scf 0.19 mmcf 0.0075 0.15
EU0020 192 ({ (% \ \,}: >
No. 2\fuel c\l ) 316/10° gal | 1.4 *10 *gallons 0.024 0.15
Natura\GasV / 7.61b/10° 0.2373 mmcf 0.0076 0.15
EU0030 238 / scf)
None\/ none None none 0.15
Natural Gas 7.6 16/10° scf 0.310 mmcf 0.0076 0.15
EU0040 311 No. 2 fuel oil 3.31b/10° gal 2.27 *10° 0.024 0.15
gallons
EU0050 Pulverized Coal 10A Ib/ton 17.456 ton 3.08 0.15
(97.52 % (Ash content 5.92%) A=5.82
control 336 Natural Gas 7.6 16/10° scf 0.335 mmcf 0.0076 0.15
device
efficiency)
EU0060 Cyclone (Coal) 2.1A Ib/ton 52.575 Tons 0.63 0.15
(97.52 % (Ash content 5.92%) A =561
control 980 Natural Gas 7.6 16/10° scf 0.977 mmcf 0.0076 0.15
device
efficiency)
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Maximum Uncontrolled PM Emission Rate = (Emission Factor) x (Max Hourly Design Rate)/ (Heat
Input)

Emission units 0010, 0020, 0030 and 0040 are in compliance and maximum potential emissions are
less than the emission limits for all possible fuel types. Therefore the compliance calculations
satisfy the monitoring requirements.

Since maximum uncontrolled PM emissions LB/MMBtu for EU0O010, EU0020, EU0O030 and
EUO0040 are less than the Max Allowable PM Emissions LB/MMBtu limits for all possible fuel
types. Therefore the compliance calculations satisfy the monitoring requirements

Since maximum uncontrolled PM emissions LB/MMBtu for EU0050 and EU0060 are more than the
Max Allowable PM Emissions LB/MMBtu limits when using Coal. Therefore the Installation is

required to have Control device on these two units and monitor the operation of the control device to
satisfy the monitoring requirements.

EU0070 (Gas Turbine 5, Stack and waste heat boiler # 7) is not 2 {eating Source, and the
Waste heat boiler # 7 is not operable, therefore it is not subject 1 0-2.040(Maximum
Allowable Emissions of Particulate Matter From Fuel Burning } dfor Indirect Heating
Required)

May 25, 2001, Consent Decree
Installation was required by consent decree to subny
the fulfillment of the compliance measures ang
later than 30 days after the consent decree 4
already completed the Compliane€ Attat
operating permit.

efiew and approval within thirty days after the consent decree
is approved by the court. Testinmust be conducted no later than 60 days after approval of the
test protocol. Since the installation has already completed the Stack test, and a detailed test
protocol, the conditions are not included in the operating permit.

10 CSR 10-6.060, Construction Permits Required
Construction Permit #0196-011 is for the installation of ash silos and mechanical exhausters. The
controls on the mechanical exhausters are the filter/separators for the electrostatic precipitator
(EU0050 and EU0060) and the bin vent filters. Since the monitoring and recordkeeping
requirements of EUO050-EU0060 already contain provisions for the electrostatic precipitator, the
conditions were not repeated on EU0260A, EU0260B, EU0270A and EU0270B.

10 CSR 10-6.220, Restriction of Emissions of Visible Air Contaminants
Emission Units EU0050 and EU0060 contain COMS. The provisions of 10 CSR 10-6.220(3)(H)5.
allow the installation the opportunity to request alternate monitoring methods if approved by the
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director. The installation has not requested any alternate methods on the COMS units, therefore
those provisions of the regulation were not included in the operating permit.

10 CSR 10-6.260, Restriction of Emission of Sulfur Compounds
The standard wording of emission limits for EUO010 through EU0060 under 10 CSR 10-6.260 is
“No person shall cause or allow emissions of sulfur dioxide into the atmosphere from any indirect
heating source in excess of 8.6 pounds of sulfur dioxide per million BTUs actual heat input
averaged on any consecutive three hour time period”, However the Missouri Department of
Natural Resources Operating Permit unit goes by the most Stringent limit which was indicated in
May 25, 2001 Consent Agreement.

The standard wording of emission limits for EUO070 through EU0090 under 10 CSR 10-6.260 is
“No person shall cause or permit the emission into the atmosphere gases containing more than five
hundred parts per million by volume (500 ppmv) of sulfur dioxide or more than thirty-five
milligrams per cubic meter (35 mg/cubic meter) of sulfuric acid or sulfyyr tr10x1de or any
combination of those gases averaged on any consecutive three (3 (im¢ period”, However the
Missouri Department of Natural Resources Operating Permit e most Stringent limit
which was indicated in May 25, 2001 Consent Agreement.

10 CSR 10-6.270, Acid Rain Source Permits Required
Boiler #6 and Combustion Turbine # 5 serve a generptor gyeater than 25 MW. However,
' 1 the?Acid Rain provisions do not

10 CSR 10-6.350, Emission Limitagions and Emgi Trading of Oxides of Nitrogen
10 CSR 10-6.350(1)(A) sfates, , gs to any fossil fuel-fired electric generating unit
that serves a generator wit % late ap city of greater than 25 MW.” Since B011er #1, #2,
#3, #4, #5 and Jet Turbine #
than 25 MW, 10 CSR 10-6.3%0 is nogapplicable to those units.

Gas Turbine #5(EU0070) serve€ a generator with a nameplate capacity greater than 25 MW.
However, 10 CSR 10-6.350(1)(B)2. exempts internal combustion engines which operate less
than 400 hours per year, averaged over the most recent three years. In the years 2000, 2001 and
2002, Gas Turbine #5 operated an average of 268.8 hours per year.

Several portions of 10 CSR 10-6.350 which pertain to department actions were not included in
the permit conditions, since the installation is not responsible for the department actions
identified in 10 CSR 10-6.350. These provisions from the initial rule filed on February 15, 2000,
are identified in: 10 CSR 10-6.350(3)(B)2.; the equations of (3)(B)3.A.(III) and (3)(B)3.B.(II);
(3)(B)4.B.; (3)(B)4.C.; (3)(B)4.D.(I); (3)(B)4.E.; (3)(B)5.B.; (3)(B)8.; (3)(B)9.; and
(3)(B).10.A.-H. These provisions from the December 4, 2002, amendments are identified in: 10
CSR 10-6.350(3)(B)2.; the equations of (3)(B)3.A.(III) and (3)(B)3.B.(I); (3)(B)4.B.;
(3)(B)4.C.(II); (3)(B)4.D.(ID); (3)(B)4.E.; (3)(B)5.B.; (3)(B)8.; (3)(B)9; and (3)(B)10.A-H.
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10 CSR 10-6.400, Restriction of Emission of Particulate Matter from Industrial Process
Pursuant to 10 CSR 10-6.400 (B)12, the grinding, crushing and conveying operation at a power
plant are exempted from 10 CSR 10-6.400 rule, therefore EU0150, EU0260A, EU0260B,
EU0270A and EU0270B are exempted under this rule, because they fall under conveying
operation

Other Regulations Not Cited in the Operating Permit or the Above Statement of Basis

Any regulation which is not specifically listed in either the Operating Permit or in the above Statement
of Basis does not appear, based on this review, to be an applicable requirement for this installation for
one or more of the following reasons:

1. The specific pollutant regulated by that rule is not emitted by the installation;

The installation is not in the source category regulated by that rule;

The installation is not in the county or specific area that is regulated under the authority of that rule;
The installation does not contain the type of emission unit which is regulated by that rule;

The rule is only for administrative purposes.

SNk w

Should a later determination conclude that the installation is subject/fo ghg
cited in this Statement of Basis or other regulations which were not cited)\
and demonstrate, to the APCP's satisfaction, the installation's compliance

installation is not in compliance with a regulation, which was not pregviously

submit to the APCP a schedule for achieving compliance fo egulatid
Prepared by:

ore of the regulations
ytallation shall determine
pegulation(s). If the
ed! the installation shall

Richard J. Campbell, P.E.
Environmental Engineer



CERTIFIED MAIL,
RETURN RECEIPT REQUESTED

Mr. Glenn Keefe

Aquila Lake Road Plant
Lower Lake Road

PO Box 998

St. Joseph, MO 64502-0998

Re: Lake Road Plant, 021-0004 , PAMS File: EX0520-0004-020
Permit Number:

Dear Mr. Keefe:

Enclosed with this letter is Your Part 70 operating permit. Please review this document
carefully. Operation of your installation in accordance with the rules and regulations ,cited in
this document, is necessary for continued compliance. It is very important you read and
understand the requirements contained in the permit.

If you have any questions or need additional information regarding this permit, please contact the
Air Pollution Control Program at (573) 751-4817, or write the Department of Natural Resources’
Air Pollution Control Program, PO Box 176, Jefferson City, MO 65102.

Sincerely,

AIR POLLUTION CONTROL PROGRAM

Michael J. Stansfield, P.E.
Operating Permit Unit Chief

MJS:n

Enclosures

c: Ms. Tamara Freeman, US EPA Region VII
Kansas City Regional Office
PAMS File: 0520-0004-020



CERTIFIED MAIL, 70052570000215846280
RETURN RECEIPT REQUESTED

Mr. Jeff Creason, Environmental Engineer
Aquila — Lake Road Plant

Lower Lake Road

PO Box 998

St. Joseph, MO 64502-0998

Re: Draft Part 70 Operating Permit — Project (PAMS) EX0520-0004-020
Dear Mr. Creason

The Air Pollution Control Program (APCP) has completed the preliminary review of your Part 70 (Title V)
permit application. A public notice will be placed in the St. Joseph News-Press on December 3, 2006.

The APCP will accept comments regarding the draft permit that are postmarked on or before the closing
date. It is very important you read and understand this legal document. You will be held responsible for
complying with this document.

Please address comments or recommendations for changes to my attention at:
Operating Permits Unit
Air Pollution Control Program
P.O.Box 176
Jefferson City, MO 65102

A copy of this draft has also been sent to the U.S. EPA’s Region VII office in Kansas City for their review.
The Region VII office is afforded, by law, oversight authority on any Title V permit which Missouri (or any
of the other states in the region) may propose to issue. A public hearing may be held if interest is expressed
by the public.

Should you have any questions, please contact me at (573) 751-4817, or write the Department of Natural
Resources’ Air Pollution Control Program, PO Box 176, Jefferson City, MO 65102. Thank you for your
time.

Sincerely,

AIR POLLUTION CONTROL PROGRAM

Richard J. Campbell, P.E.
Environmental Engineer

RC/kdm

Enclosures
C: PAMS File: 0520-0004-020



Mr. Jan Sides, Director

Kansas Bureau of Air & Radiation
Forbes Field, Building 283
Topeka, KS 66620

RE:  Affected States Review — Notification of Proposed Final Part 70 Operating Permit
Dear Mr. Sides:

In accordance with Missouri State Rule 10 CSR 10-6.065(6)(F)2. and the Clean Air Act this letter is
to notify Permittee of public notice of the preliminary draft and request for comments for:

Lake Road Plant located in St. Joseph, MO 64502
Project Number - 0520-0004-020
Public notice will be published in the St. Joseph News-Press on Sunday, December 3, 2006.

You are invited to submit any relevant information, materials, and views in support of or in
opposition to the draft operating permits in writing by no later than January 2, 2007 to my attention
at Missouri Department of Natural Resources, Air Pollution Control Program, PO Box 176,
Jefferson City, MO 65102.

Should you require further information or documentation on this matter, please contact the
Operating Permits Unit at (573) 751-4817, or write the Department of Natural Resources’ Air
Pollution Control Program, PO Box 176, Jefferson City, MO 65102. Thank you for your time and
attention.

Sincerely,
AIR POLLUTION CONTROL PROGRAM

Michael J. Stansfield, P.E.
Operating Permit Unit Chief

MIS: rck

c: Ms. Tamara Freeman, US EPA Region VII
Kansas City Regional Office
PAMS File: 0520-0004-020



Ms. Shelley Kaderly, Supervisor P&E
Nebraska Department of Environmental Quality
Air & Waste Management Division

PO Box 98922, 1200 N. Street, Suite 400
Lincoln, NE 68509

RE:  Affected States Review — Notification of Proposed Final Part 70 Operating Permit
Dear Ms. Kaderly:

In accordance with Missouri State Rule 10 CSR 10-6.065(6)(F)2. and the Clean Air Act this letter is
to notify Permittee of public notice of the preliminary draft and request for comments for:

Lake Road Plant located in St. Joseph, MO 64502
Project Number - 0520-0004-020
Public notice will be published in the St. Joseph News-Press on Sunday, December 3, 2006.

You are invited to submit any relevant information, materials, and views in support of or in
opposition to the draft operating permits in writing by no later than January 2, 2007 to my attention
at Missouri Department of Natural Resources, Air Pollution Control Program, PO Box 176,
Jefferson City, MO 65102.

Should you require further information or documentation on this matter, please contact the
Operating Permits Unit at (573) 751-4817, or write the Department of Natural Resources’ Air
Pollution Control Program, PO Box 176, Jefferson City, MO 65102. Thank you for your time and
attention.

Sincerely,
AIR POLLUTION CONTROL PROGRAM

Michael J. Stansfield, P.E.
Operating Permit Unit Chief

MIS: rck

c: Ms. Tamara Freeman, US EPA Region VII
Kansas City Regional Office
PAMS File: 0520-0004-020



For Publication on Sunday, December 3, 2006

Notice of documents available for public viewing
Department of Natural Resources

Division of Environmental Quality

Air Pollution Control Program

A draft-operating permit has been issued for the following air pollution sources:

Installation City Project #

Aquila — Lake Road Plant St. Joseph, MO | 0520-0004-020

Activities included in these permits are all activities involved in the operation of these sources
with the potential for producing regulated quantities of regulated air pollutants.

Copies of the draft permits are available for public comment. Public files containing copies of all
non-confidential materials and a copy or summary of other materials, if any, considered in this
draft permit, are available for public viewing at the following locations: MO Dept. of Natural
Resources, Kansas City Regional Office, 500 NE Colbern Road, Lee’s Summit, MO 64086-4710
or by written request from the Air Pollution Control Program, Operating Permits Unit, P.O. Box
176, Jefferson City, MO 65102 (Information deemed confidential business information pursuant
to Missouri State Rule 10 CSR 10-6.210, Confidential Information, if any exists, is not included
in the public files. Emission data, as defined by this rule, cannot be considered confidential
business information.)

The file is available for viewing through January 2, 2007. Citizens are invited to submit any
relevant information, materials, and views in support of or in opposition to the draft operating
permits in writing no later than January 2, 2007. Written comments and/or requests for public
hearing should be sent to Mr. Jim Kavanaugh, Missouri Department of Natural Resources, Air
Pollution Control Program, P.O. Box 176, Jefferson City, MO 65102.

The Air Pollution Control Program will hold an informal public hearing after an additional 30 day
comment period on the draft permit if: 1.) A timely request is made for such a hearing during the
public comment period; and 2.) The person requesting the hearing identifies material issues
concerning the preliminary determination and the Air Pollution Control Program determines that
a public hearing will be useful in resolving those issues.

This public notice is made pursuant to Missouri State Rule 10 CSR 10-6.065, Operating Permits.




St. Joseph News-Press
PO Box 29, 825 Edmond Street
St. Joseph, MO 64502

Attention: Legal Ads
To Whom It May Concern:

We wish to place the attached legal advertisement in Your newspaper to be run ONCE. It must
run on Sunday, December 3, 2006.

We require a certified affidavit be received in our office by December 15, 2006. Please submit
the affidavit and invoice for payment to:

Attention: Cheri Bechtel
Department of Natural Resources
Air Pollution Control Program
P. 0. Box 176
Jefferson City, MO 65102

If Permittee have any questions, please contact me at (573) 751-4817. Thank Permittee for Your
assistance.

Sincerely,

AIR POLLUTION CONTROL PROGRAM

Michael J. Stansfield, P.E.
Operating Permits Unit Chief

MJS/rck

c: Cheri Bechtel, Procurement Clerk
PAMS File: 0520-0004-020
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